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Copyright 

© 2001 Proxim, Inc., Sunnyvale, CA. All rights reserved. Covered by one or 
more of the following U.S. patents: 5,41 2,687; 5,844,900; 5,875,1 79; 5,91 3,1 74; 
6,006,090; and 5,231 ,634. This manual and the software described in it are 
copyrighted with all rights reserved. No part of this publication may be repro- 
duced, transmitted, transcribed, stored in a retrieval system, or translated into 
any language in any form by any means without the written permission of 
Proxim, Incorporated. 

Trademarks 

Symphony, Symphony-HRF, the Symphony logo, Symphony Composer, Sym- 
phony Conductor, Symphony Maestro, Harmony, RangeLAN2, and Proxim are 
trademarks of Proxim, Inc. All other trademarks are the property of their 
respective owners. 

Limited Warranty, Disclaimer, Limitation Of Liability 

For a period of one (1) year from the date of purchase by the retail customer, 
Proxim warrants the Symphony Cordless Modem against defects in materials 
and workmanship. If a product is found defective during the warranty period, 
Proxim will repair or replace the product with the same or a similar model, which 
may be a reconditioned unit, without charge for parts or labor. Any replaced or 
repaired product will have either a ninety (90) day warranty, under the condi- 
tions described herein, or the remainder of the initial one (1) year warranty, 
whichever is longer. 

Proxim also warrants the media containing the Symphony software against 
failure for a period of ninety (90) days. 

Proxim will not honor this warranty if there has been any attempt to tamper with 
or remove the product's external foil label. This warranty does not cover and 
Proxim will not be liable for any damage or failure caused by misuse, abuse, 
acts of God, accidents, or other causes beyond Proxim's control, or claim by any 
entity other than the original purchaser. 
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In no event shall Proxim, Inc. be responsible or liable for any damages arising: 

□ From the use of the product; 

□ From the loss of use, revenue or profit of the product; or 

□ As a result of any event, circumstance, action, or abuse beyond the 
control of Proxim, Inc. 

Whether such damages be direct, indirect, consequential, special, or otherwise 
and whether such damages are incurred by the person to whom this warranty 
extends or a third party. 

Proxim does not warrant that the functions contained in the products will meet 
your requirements or that the operation of the Symphony product(s) will be 
uninterrupted or error free. 

Warranty Return Policy 

If you have a problem with your Symphony product, please call Symphony 
Technical Support at (408) 731 -2780. Symphony Technical Support will assist 
with resolving any technical difficulties you may have with your Symphony 
product. If a Symphony technical representative determines that a product is 
defective and the product is still in warranty, you will be assigned a Return 
Material Authorization (RMA) number to authorize its return for repair or 
replacement. Dated proof of purchase may be required. Package the product 
appropriately for safe shipment, mark the RMA number on the outside of the 
package, and ship the package at your expense. Proxim recommends that you 
insure the package during shipment. 

For support of software media, please refer to the Symphony Web site at 
http://www.proxim.com/symphony/. 
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1. Introduction 



Thank you for choosing Proxim's Symphony Cordless Modem, a member of 
the Symphony Cordless Networking Suite. Proxim has been a market leader 
in the wirefree networking industry for over ten years providing award- 
winning wirefree technology to companies and individuals around the world. 
You can expect this same reliability from the Symphony Cordless products 
in your home and/or small office. 

The Symphony Cordless Modem interoperates with Symphony Cordless 
adapters to deliver reliable, hassle-free networking for your laptops and 
desktops without the use of wires or cables. With the addition of the Sym- 
phony Cordless Modem to a Symphony Cordless Network, you can provide 
Internet access to cordless computers without being tied to a telephone cable. 

The Symphony Cordless Modem is a 56 Kbps modem (V.90 and x2-compat- 
ible) which plugs into any standard phone jack. The Symphony Cordless 
Modem provides high-speed, analog modem access to the cordless comput- 
ers in the household, and it frees desktops and laptops so that they no longer 
need to be located near a telephone jack. 

With the Symphony Cordless Networking Suite, laptops become free of wires 
and cables so you can check e-mail, surf the Internet, or exchange files from 
anywhere in your home or backyard! Desktop computers in hard to wire 
locations can now enjoy connectivity with the rest of the network. 

This manual provides all of the information necessary to install and config- 
ure not only the Symphony Cordless Modem, but also the Symphony and/or 
Symphony-HRF adapters that you will use in conjunction with this device. 
However, you may want to refer to the manual that shipped with each adapter 
for detailed installation and troubleshooting instructions. 
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Product Family 



The Symphony Cordless Modem is a member of the Symphony Cordless 
Networking Suite. The Symphony Cordless Suite, shown in Figure 1 below, 
is a family of products which provide a complete cordless networking 
solution for the home or small office. 




Figure 1 

Symphony Cordless Networking Suite 
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Hardware Products 



□ The Symphony PC Card Adapter fits into a standard PCMCIA 
Type II socket in a laptop or notebook computer. When installed, 
the Symphony PC Card can communicate with other Symphony 
products to create a cordless network in the home or small office. 
The PC Card ships with a snap-on antenna that connects directly 
to the side of the card. 

□ The Symphony PNP IS A Card Adapter fits into a standard IS A 
slot in a desktop computer. The Symphony ISA Card is a Plug- 
and-Play device; therefore, Windows 95/98/ME will automati- 
cally recognize the card and begin the installation process. When 
installed, the Symphony ISA Card can communicate with other 
Symphony products to create a cordless network in the home or 
small office. The ISA Card ships with a desktop antenna which 
connects to the back of the card with a five-foot antenna cable. 

□ The Symphony PCI Card Adapter fits into a standard PCI slot in 
a desktop computer. When installed, the Symphony PCI Card can 
communicate with other Symphony products to create a cordless 
network in the home or small office. The PCI Card ships with a 
desktop antenna which connects to the back of the card with a 
five-foot antenna cable. 

□ The Symphony Cordless Modem is a 56 Kbps modem (V.90 and 
x2-compatible) which plugs into any standard phone jack. The 
Symphony Cordless Modem provides high-speed, analog modem 
access to cordless computers, and it frees desktops and laptops so 
that they no longer need to be located near a telephone jack. The 
Cordless Modem has a built-in antenna. 

□ The Symphony Ethernet Bridge attaches to an external Ethernet 
device to provide Internet access to the cordless network over 
high-speed connections using ISDN, DSL, service from a local 
cable company, or a similar access medium. The Ethernet Bridge 
may also attach to a small Ethernet LAN to provide network 
connectivity between Ethernet nodes and cordless computers. 
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Software Products 



Proxim ships several software tools with the Symphony adapters to make 
installation and configuration simple and hassle-free. 

□ The Symphony Composer Installation Wizard guides the user 
through the setup and configuration of a Symphony Cordless 
Network during the initial installation or following an upgrade 
from an earlier version of the Symphony software. The Composer 
Installation Wizard is described in Chapter 5. 

□ The Symphony Maestro Configuration Tool allows the user to 
configure the settings and monitor the status of the Symphony 
Cordless Network. The Maestro Configuration Tool is described 
in Chapter 6. 

□ The Symphony Location Switcher provides a fast and conve- 
nient way to move a cordless computer between different loca- 
tions by storing Internet and network configurations for multiple 
networks. A user may switch between locations with a single 
keystroke during boot-up. The Location Switcher is described in 
Chapter 8. 

Proxim also offers Symphony accessory products, such as an additional 
antenna option for the Symphony PC Card, and spare parts. Refer to the 
Symphony Web site at http://www.proxim.com/symphony/ for additional 
information. 

The Product Package 



Each Symphony Cordless Modem comes with the following: 

□ One (1) Symphony Cordless Modem 

□ One ( 1 ) power adapter 

□ One (1) phone cable 

□ One (1) Symphony Cordless Modem Quick Start Guide 

□ One (1) Symphony Cordless Modem User's Manual 
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System Requirements 



In order to use a Symphony Cordless Modem, you must have the following: 

□ An available telephone jack that connects to an analog telephone 
line 

□ An account with an ISP (Internet Service Provider) that is accessed 
using a dial-up, analog modem 

□ At least one Symphony or Symphony-HRF adapter installed in a 
Windows 95, Windows 98, Windows Millennium (ME), or 
Windows 2000 Professional computer with a minimum 486/66 
MHz processor, a minimum of 16 MB of RAM, and a minimum of 
10 MB of hard disk space available 

■ Note: 
The Symphony software does not support Windows 2000 Server. 

Note to Customers With Symphony-HRF Products 

Symphony products are fully interoperable with Symphony-HRF products 
that operate in OpenAir mode. This includes the Symphony-HRF Cordless 
Gateway, Symphony-HRF PC Card, and Symphony-HRF USB Adapter. 

For more information on OpenAir mode and interoperability between 
Symphony, Symphony-HRF, RangeLAN2, and HomeRF-certified products, 
refer to the manual that came with the Symphony-HRF product. 
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2. Networking With the Symphony Cordless Modem 



What Is Cordless Networking? 



A "network" is two or more computers physically connected to each other. 
For example, if you connect two computers together with a cable, you have 
created a network. The two computers will communicate with each other 
over the cable. Networking technology enables two or more PCs, located 
throughout your home or small office, to communicate. With a network in 
your home or small office, you can: 

□ Share Internet access so family members may surf the Internet at 
the same time using a single connection; 

□ Print to a printer that is connected to another computer on the 
network; 

□ Access and transfer files on the hard drive of any computer that is 
a member of the network; and 

□ Play multiplayer games. 

The term, "cordless," refers to communication that occurs over radio waves 
rather than over a cable. A cordless telephone is identical to a telephone 
except the handset communicates to the base station over radio waves rather 
than over a telephone cord. 

Like a cordless telephone, a cordless network uses radio signals instead of a 
cable to exchange information. Thus a cordless network alleviates the need 
for expensive and intrusive wiring within the home to connect computers. It 
also allows mobile users to remain connected to the network even when a 
laptop is carried around the home or taken into the backyard. 

The Symphony Suite creates a cordless network between each computer in a 
household using standard networking software included with Windows. This 
network links the computers together so that they can share files, printers, 
and other peripheral devices, such as CD-ROM drives, floppy disk drives, or 
Iomega Zip drives. With the addition of a Symphony Cordless Modem to the 
cordless network, the Symphony adapters can also share a single connection 
to the Internet. 
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Modem Sharing With the Symphony Cordless Modem 



A Symphony Cordless Modem will provide 56 Kbps, analog modem access 
(V.90 and x2-compatible) to all computers on the cordless network; this is 
known as Modem Sharing. The concept is illustrated in Figure 2. 




Figure 2 

Symphony Cordless Network Using a Symphony Cordless Modem 

Modem Sharing includes simultaneous Internet access for multiple comput- 
ers as well as modem access for other communication programs, such as fax 
and remote management software. 

Use the Symphony Maestro Configuration Tool from any computer on the 
cordless network to establish a connection with your Internet Service 
Provider (ISP). Once the Internet connection has been established, any 
computer on the network may simultaneously surf the Internet to browse 
different web pages or send and receive e-mail. 
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Note that for other modem applications, such as fax software, only one 
computer will be able to use the Cordless Modem at any point in time and it 
cannot be simultaneously shared. 

■ Note: 
Windows 2000 Professional computers cannot use the Cordless 
Modem in Single User Mode. See Chapter 7 for details. 

Simply place the Symphony Cordless Modem in a central location in your 
home or small office and attach the power supply and telephone cable to the 
unit. Then you can position your desktops anywhere in the general vicinity 
(up to 150 feet away); they will no longer need to be near a phone jack! 
Laptop devices may be completely mobile yet maintain a connection to e- 
mail, the Internet, and the other network computers. 

The following chapters describe how to install and configure the Symphony 
Cordless Modem and the Symphony and/or Symphony-HRF adapters that 
will communicate with it. 
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3. Installing the Symphony Hardware 



The installation of a cordless network that includes a Symphony Cordless 
Modem occurs in three phases: 

Phase 1: Install the Symphony Cordless Modem and a Symphony adapter in 
each computer that you want to communicate with the cordless 
network. This phase is described in this chapter. 

Phase 2: Install the Symphony software for each Symphony adapter installed 
in Phase 1 . This phase is described in Chapter 4. 

Phase 3: Configure the cordless network to communicate with the Cordless 
Modem using the Symphony Composer Installation Wizard. This 
phase is described in Chapter 5. 

This chapter describes the step-by-step procedure for the physical installa- 
tion of the Symphony Cordless Modem, Symphony PNP ISA Card Adapter, 
Symphony PCI Card Adapter, and Symphony PC Card Adapter. For informa- 
tion on the Symphony-HRF PC Card and Symphony-HRF USB Adapter, refer 
to the manual that was shipped with the product. 

Symphony Cordless Modem 



The Symphony Cordless Modem is a stand-alone device which requires no 
software installation. In addition, the unit has a built-in antenna so there is 
no antenna installation required. 

Follow these steps to install the Cordless Modem: 

1. Determine the best location for the Cordless Modem. Keep in mind the 
following considerations: 

□ You should try to place the Cordless Modem on a flat, sturdy 
surface as far from the ground as possible, such as on top of a desk 
or bookcase, keeping clear of metal obstructions and away from 
direct sunlight. 

□ The Cordless Modem should be centrally located to provide 
coverage to all of the computers on the cordless network. 
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□ The distance between the Cordless Modem and a wall outlet cannot 
exceed the length of the power adapter's cable. 

□ If you plan to use the phone cable included with the product, the 
distance between the Cordless Modem and a telephone jack cannot 
exceed the length of the phone cable. 

2. Attach one end of the supplied AC power adapter to the back of the 
Cordless Modem and the other end to a wall outlet. 

■ Note: 
Use the Symphony Cordless Modem only with the power adapter 
supplied by Proxim. Using another power supply may damage 
the Symphony Cordless Modem. 

The Status LED (located on the front of the Cordless Modem) should glow 
yellow during boot-up and then turn green to indicate that the Cordless 
Modem is operational. 

3. Attach one end of a phone cable to the lower connector on the back of 
the Cordless Modem and attach the other end to the phone jack in the 
wall. 

3a. Optionally, you may attach one end of a second phone cable to the 
Cordless Modem's upper connector and attach the other end to a 
phone. This will allow a phone and the Cordless Modem to share the 
same wall jack. 

Note: 

The telephone line to which you connect the Symphony Cordless 
Modem must be a standard analog line. The Symphony Cordless 
Modem will not operate on digital ( PBX), party, or coin operated 
telephone lines and may cause damage to these lines. 

4. Proceed with the installation or software update of the other Sym- 
phony products in your home or small office following the instruc- 
tions in Chapters 4 and 5. 

The Cordless Modem should remain powered on during the installation of 
the other products. 
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If the Symphony Cordless Modem is not powered on when 
installing or updating the other Symphony components on the 
cordless network, you will have difficulty configuring these 
other Symphony products. 



Note: 



LED Indicators 



The Symphony Cordless Modem's LEDs, shown in Figure 3, perform the 
following functions: 

□ The Status LED: The topmost LED is green when the modem is 
powered on and functional. It turns yellow when the modem is 
communicating with another modem over a telephone connec- 
tion. If the LED turns red, try recycling power to the modem. If 
the LED remains red, contact Symphony Technical Support for 
assistance. 

□ The Network Activity LED: The middle green LED blinks when 
the Symphony Cordless Modem receives information from the 
cordless network. 

□ The Modem Activity LED: The bottom green LED blinks when 
the Symphony Cordless Modem receives information from 
another modem or a fax machine over the telephone line. 




Status LED 



Network Activity LED 




Modem Activity LED 



Figure 3 
Symphony Cordless Modem LEDs 
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Symphony Adapters 



Symphony PNP ISA Card 

The Symphony PNP ISA Card fits into a 16-bit ISA-bus slot in a computer. 
The ISA slot is typically a black plastic casing surrounding two rows of gold 
connectors on the computer's motherboard. If you cannot identify an ISA 
slot, refer to your PC's manual for assistance. Follow these steps to install the 
ISA Card and the antenna: 



1. Turn off your computer and unplug its power cord from the wall outlet 
for safety purposes. 



2. Remove the computer cover. 



3. Locate an unused ISA slot and refer to your PC's manual for instruc- 
tions on how to remove the plate that covers the slot, if one exists. 

4. Align the Symphony ISA Card over the empty slot. Firmly insert the 
card into the slot. 



5. Secure the card's metal bracket to the computer following the direc- 
tions provided in your PC's manual. 

6. Replace the computer cover and plug the computer's power cord back 
into the wall. 

7. Locate the antenna connector on the Symphony ISA Card. 

8. Snap on the end of the antenna cable to the connector. Place the 
antenna on top of your desk, computer, or monitor. 

9. Turn on the computer and refer to the software installation procedure 
described in Chapter 4. 



18 



Symphony PCI Card 



The Symphony PCI Card fits into a PCI-bus slot in your computer. The PCI 
slot is typically a beige or off-white plastic casing surrounding two rows of 
gold connectors on the computer's motherboard. If you cannot identify a 
PCI slot, refer to your PC's manual for assistance. Follow these steps to 
install the PCI Card and the antenna: 

1 . Turn off your computer and unplug its power cord from the wall outlet 
for safety purposes. 

2. Remove the computer cover. 

3. Locate an unused PCI slot and refer to your PC's manual for instruc- 
tions on how to remove the plate that covers the slot, if one exists. 

4. Align the Symphony PCI Card over the empty slot. Firmly insert the 
card into the slot. 

5. Secure the card's metal bracket to the computer following the direc- 
tions provided in your PC's manual. 

6. Replace the computer cover and plug the computer's power cord back 
into the wall. 

7. Locate the antenna connector on the Symphony PCI Card. 

8. Snap on the end of the antenna cable to the connector. Place the 
antenna on top of your desk, computer, or monitor. 

9. Turn on the computer and refer to the software installation procedure 
described in Chapter 4. 
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Symphony PC Card 



The Symphony PC Card fits into a standard Type II PCMCIA slot in your 
computer. Follow these steps to install the PC Card and the antenna. 

1. If the antenna is not already connected, locate the antenna connector 
on the end of the PC Card. 

2. Attach the snap-on antenna to the PC Card's antenna connector (if not 
already connected). 

3. Shut down the laptop computer. 

4. Insert the PC Card into the laptop computer. 

5. Turn on the laptop computer and refer to the software installation 
procedure described in Chapter 4. 
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4. Installing the Symphony Software 



The installation of a cordless network that includes a Symphony Cordless 
Modem occurs in three phases: 

Phase 1: Install the Symphony Cordless Modem and a Symphony adapter in 
each computer that you want to communicate with the cordless 
network, as described in Chapter 3. 

Phase 2: Install the Symphony software for each Symphony adapter installed 
in Phase 1. This phase is described in this chapter. 

Phase 3: Configure the cordless network to communicate with the Cordless 
Modem using the Symphony Composer Installation Wizard. This 
phase is described in Chapter 5. 

The Symphony Cordless Modem requires no software installation. However, 
you must load Symphony software on each computer in which you installed 
a Symphony or Symphony-HRF adapter. 

The following procedure provides an overview of how to install the software 
for a Symphony adapter on a Windows 95, Windows 98, Windows Millen- 
nium Edition (ME), or Windows 2000 Professional computer (Symphony PC 
Card and PCI Card only). 

For detailed instructions and troubleshooting suggestions, refer to Chapters 4 
and 12 of the manual that came with the Symphony Cordless PC Card, 
Symphony Cordless PNP ISA Card, or Symphony Cordless PCI Card. For 
information on the Symphony-HRF PC Card or Symphony-HRF USB 
Adapter, refer to Chapters 4 and 12 of the manual that shipped with the 
product. 

If you choose to refer to another manual for software installation instructions, 
refer back to Chapter 5 of this manual for configuration instructions once the 
software has been successfully installed for each Symphony and/or 
Symphony-HRF adapter on the cordless network. 
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Pre-installation Considerations 



Before beginning the installation of a Symphony adapter, confirm that you 
have a Windows CD or diskettes available (either Windows 95, Windows 98, 
or Windows ME depending on the computer's operating system). You may 
be prompted to insert a Windows CD during the installation. 

You should not need a Windows CD when installing a Symphony PC or PCI 
Card on a Windows 2000 Professional computer. 

If you do not have a Windows 95/98/ME CD or diskettes, it is possible that 
you already have the Windows installation files on your hard disk. These 
Windows installation files are known as Windows Cabinet files or CAB files. 
The Windows Cabinet files are commonly located in 
C:\WINDOWS\OPTIONSVNSTALL\orC\WINDOWS\OPTIONS\CABS\ 

Note: 

You may need the Windows CD, diskettes, or Cabinet files to 
complete the installation of the Symphony adapter. Proxim 
recommends that you do not proceed with the installation until 
you have confirmed that you have one of these Windows instal- 
lation media available. 

Note to Customers Using a Laptop Without a CD-ROM Drive 

If you are installing a Symphony PC Card in a laptop that does not contain a 
CD-ROM drive or if your CD-ROM drive is an external device that shares a 
single PCMCIA slot with network adapter cards, you should follow the steps 
below prior to installing the Symphony software: 

1. Confirm that the Windows cabinet (CAB) files are installed on the 
computer (if running Windows 95/98/ME). The CAB files are 
typically located in C:\WINDOWS\OPTIONSUNSTALL\ or 
C:\WINDOWS\OPTIONS\CABS\ 

2. If the Windows 95/98/ME computer does not have the CAB files 
installed, copy the Win95, Win98, or Win9x folder, found on the 
Windows CD-ROM, to a temporary folder on the computer. 

3. Copy the contents of the Symphony Installation CD-ROM to a 
temporary folder on the computer. Alternatively, you may download 
the Symphony software from the Symphony Web site at 
http://www.proxim.com/symphony/. 
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4. Follow the installation instructions contained in this chapter. When 
the instructions call for either the Windows CD or the Symphony 
Installation CD, direct the installation wizard to search the temporary 
folders you created in Steps #2 and 3 above. 

5. When the installation is complete, remove the temporary folders you 
created in Steps #2 and 3 above from the computer's hard drive. 

Installation Procedure 



Refer to the section below that corresponds to your computer's operating 
system. Then, refer to the section entitled "Symphony Software Installation 
Steps" for additional installation assistance. 

Windows 98 & Windows ME Installation Steps 

Follow these steps to install the Symphony software on a Windows 98 or 
Windows ME computer: 

1. Install the Symphony adapter as described in Chapter 3. 

2. Turn on the computer. 

When the Symphony adapter is inserted for the first time, the Windows 
operating system will automatically detect the card as a new device and run 
the Add New Hardware Wizard. 

Windows will recognize the Symphony PC Card as a PROXIM-LAN PC 
CARD, the Symphony PCI Card as a PCI Network Controller, and the 
Symphony PNP ISA Card as a Symphony Cordless PnP ISA Card. 

3. Insert the Symphony Installation CD into the computer's CD-ROM 
drive. 

4. For Windows 98 computers, click <Next> to continue. 

5. When prompted, select Automatic search for a better driver 
(Windows ME) or Search for the best driver for your device 

(Windows 98), and click <Next>. 

6. For Windows 98 computers, check the box labeled CD-ROM drive, 
and click <Next> to continue. 
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The Add New Hardware Wizard will locate the driver file for the Symphony 
adapter. 

7. Click <Next> to continue. 

8. When prompted, click <Finish> to close the Add New Hardware 
Wizard. 

9. Double-click the My Computer icon on the Windows desktop. 

10. Double-click the CD-ROM drive icon, typically this is drive D:, to 
browse the Symphony Installation CD. 

11. If the installation program, shown below, does not launch automati- 
cally, double-click the icon labeled SETUP.EXE to launch the 
program. 
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12. Follow the on-screen instructions to install the Symphony software. 
Refer to the section entitled "Symphony Software Installation Steps'' 
later in this chapter for additional installation instructions. 
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Windows 2000 Professional Installation Steps 



Follow these steps to install the Symphony software on a Windows 2000 
Professional computer: 



1. Download the Symphony for Windows 2000 Professional executable 
file from Proxim's Web site to a folder on the computer. 

2. Double-click the executable file to extract out the software files. 

3. Shut down the computer and install the Symphony PC Card or PCI 
Card as described in Chapter 3. 

4. Turn on the computer and logon to Windows 2000 Professional, if 
applicable. 

When the Symphony PC or PCI Card is inserted for the first time, the Win- 
dows operating system will automatically detect the card as a new device and 
run the Add New Hardware Wizard. Windows will recognize the PCI Card as 
a PCI Network Controller and the PC Card as a PROXIM-LAN PC CARD. 

■ Note: 
The Windows 2000 Professional software does not support the 
Symphony PNP ISA Card. 

5. Click <Next> to begin the installation procedure. 

6. Select Search for a suitable driver for my device (recommended) 
and click <Next>. 

7. Please a check mark next to the Specify a Location box within the 
Locate Driver Files screen and click <Next>. 

8. In the Copy manufacturer's files from: field, enter the location of the 
Symphony software files that you extracted from the Symphony 
download file in Step #2 and click <OK>. 




Note: 

The Symphony software cannot be installed on a Windows 2000 
computer with multiple processors. 
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The Found New Hardware Wizard will locate the driver file for the 
Symphony PC Card. 

9. Click <Next> to continue. 

10. Click <Yes> to continue if prompted that the driver does not contain a 
Microsoft Digital Signature. 

1 1 . When prompted, click <Finish> to close the Found New Hardware 
Wizard. 

12. The Symphony installation program will launch automatically, as 
shown below. 




w^Kfw! Install 

Click "Hwtai now lo prrjOMds^tn a 

standard installation. Customize 



Lxit 



13. If the installation program, does not launch automatically, open the 
folder that contains the Symphony software files and double-click the 
icon labeled SETUP.EXE to manually launch the program. 
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14. Follow the on-screen instructions to install the Symphony software. 
Refer to the section entitled "Symphony Software Installation Steps" 
later in this chapter for detailed installation instructions. 




Note: 

If you are using a Symphony PCI Card in a Windows 2000 
Professional computer, the computer may hang following the 
first reboot after you have installed the Symphony software. In 
this case, rebooting the computer a second time will solve the 
problem. 



Windows 95 Installation Steps 

Follow these steps to install the Symphony software on a Windows 95 
computer: 

1. Install the Symphony adapter as described in Chapter 3. 

2. Turn on the computer. 

When the Symphony adapter is inserted for the first time, the Windows 
operating system will automatically detect the card as a new device and run 
the Update Device Driver Wizard or the New Hardware Found wizard, 
depending on which version of Windows is installed on the computer. 

Windows will recognize the Symphony PC Card as a PROXIM-LAN PC 
CARD, the Symphony PCI Card as a PCI Network Controller, and the 
Symphony PNP ISA Card as a Symphony Cordless PnP ISA Card. 

3. Choose <Cancel>. 




Note: 

To properly install the Symphony software in a Windows 95 
computer, click <Cancel> to close the Windows auto-detection 
wizardandrun SETUP.EXE/rom the Symphony Installation CD. 



4. When the Windows desktop appears, insert the Symphony Installation 
CD into the computer's CD-ROM drive. 

The Symphony Installation program will be launched automatically and 
display the following dialog box: 
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5. If the Symphony Installation screen appears, proceed to Step #9. If 
this screen does not appear, proceed to Step #6. 

6. Double-click the My Computer icon on the Windows desktop. 

7. Double-click the CD-ROM drive icon, typically this is drive D:, to 
browse the Symphony Installation CD. 

8. Double-click the icon labeled SETUP.EXE to manually launch the 
installation program. 

9. Follow the on-screen instructions to install the Symphony software. 
Refer to the section entitled "Symphony Software Installation Steps" 
later in this chapter for additional installation instructions. 
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Symphony Software Installation Steps 

Follow these steps to install the Symphony software using the Symphony 
Installation Set Up wizard: 

1. Within the Symphony Installation screen, click <Install Now> to 
continue with the standard installation; proceed to Step #4. 

Alternatively, click <Customize> to change the default installation 
directory and proceed to Step #2. 

Choosing the <Customize> button will display the following dialog box: 




Symphony wil be instiled in 

a<*."aiang& Folder" to 
specify a drffarant 
destination foidst 



Destination Folder— 



« Back 



Change Folder Next» 



By default, the Symphony installation files are copied to a directory named 
C:\PROGRAM FILES\SYMPHONY. The <Customize> option allows you to 
specify a different installation directory for the Symphony files. 

2. Click the <Change Folder> option and select a new destination 
folder. 
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3. Click <Next> to continue. 

4. For Windows 2000 Professional users, click <Install Now> to continue 
and proceed to Step #8. 

For Windows 95/98/ME users, the Symphony Installation program 
may prompt you to choose the adapter type that matches your 
Symphony adapter. If prompted, click the Others... box and proceed 
to Step #5. If you are not prompted, proceed to Step #7. 

5. Place a check mark next to the entry for the Symphony Cordless PC 
Card, the Symphony Cordless PNP ISA Card, or the Symphony 
Cordless PCI Card (depending on the type of card being installed). 

■ Note: 
Multiple products support the Symphony software. If you are not 
using a Symphony adapter, select the type of adapter you are 
using from the adapter list. 

6. Click <Install Now>. 

The installation program will now install the hardware and copy the neces- 
sary Symphony installation files from the Symphony CD. 

7. Insert your Windows 95/98/ME CD if prompted. If you do not have a 
Windows CD or diskettes, but the computer has the Windows Cabinet 
files, direct Windows to look for the Windows files in the Cabinet 
directory, which is typically located in 
C:\WINDOWS\OPTIONSUNSTALL\ (Windows ME) or 
C:\WINDOWS\OPTIONS\CABS\ (Windows 95/98). 

Note: 

If the installation wizard cannot locate a particular file, do NOT 
skip the file. Instead, try to locate the file on the Windows CD, 
within the Windows CABS directory, or within the C:\Windows\ 
and C:\Windows\System directories. In order for the Symphony 
adapter to install correctly, the installation wizard must find and 
copy all of the files that it is looking for. 

8. If the computer prompts you that a file you are copying is older than 
the one currently on the system, click <Yes> to keep the existing file. 
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9. The Symphony Installation program will report when the installation 
has been successfully completed. Restart the computer if prompted. 

For Windows 2000 users, click <Finish> and proceed to Step #12. 

Windows will make some final adjustments to the system. Leave the 
Windows CD in the CD-ROM drive: Windows may need to copy additional 
files from the CD. 

10. Restart the computer a second time if prompted. 

After the computer restarts, you may be prompted to enter either a Windows 
password or a network password before proceeding. 

■ Note: 
DoNOT choose the <Cancel> option. Youmustentera Username 
and Password to logon to the network. If you choose <Cancel>, 
you will be unable to access network resources. 

11. If you have an existing User name and Password, type in the Password 
and click <OK>, or simply click <OK> if your Password is blank. 
This step will enable the computer's network functionality. Do NOT 
choose the <Cancel> option. 

■ Note: 
Write down your User name and Password for future use: you will 
need to enter this information each time you logon to the cordless 
network. 

12. The Symphony Composer Installation Wizard will now initialize and 
display the Welcome message. Proceed to Chapter 5 for information 
on how to use the Symphony Composer Installation Wizard. 

If the Symphony Composer Welcome message does not appear, or if you are 
prompted that the Symphony adapter is not working properly, refer to 
Chapter 12 of the manual that came with the Symphony adapter for trouble- 
shooting information. Once the adapter has been successfully installed, refer 
back to Chapter 5 of this manual for configuration instructions. 

■ Hint: 
If you have problems installing a Symphony adapter, refer to 
Chapters 4 and 12 of the manual that came with the adapter for 
detailed installation and troubleshooting instructions. 
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5. Symphony Composer Installation Wizard 



The installation of a cordless network that includes a Symphony Cordless 
Modem occurs in three phases: 

Phase 1: Install the Symphony Cordless Modem and a Symphony adapter in 
each computer that you want to communicate with the cordless 
network, as described in Chapter 3. 

Phase 2: Install the Symphony software for each Symphony adapter installed 
in Phase 1 . This phase is described in Chapter 4. 

Phase 3: Configure the cordless network to communicate with the Cordless 
Modem using the Symphony Composer Installation Wizard. This 
phase is described in this chapter. 

This chapter contains instructions for how to use the Symphony Composer 
Installation Wizard to configure a cordless network that includes a 
Symphony Cordless Modem. 

Once a Symphony adapter has been successfully initialized, the Symphony 
Composer will be launched automatically and display the Welcome screen, 
shown below. 
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The Symphony Composer provides a friendly user interface to make configu- 
ration fast and easy. Each configuration option is explained in detail as you 
navigate through the Composer's installation screens. 

Be sure to read all of the on-screen instructions carefully before making a 
selection and proceeding to the next screen. At any time, you may choose 
the <Back> button to return to an earlier screen and change a previous 
selection. 

Repeat the steps below for each computer on the cordless network. 

■ Note: 
Confirm that the Cordless Modem is powered on before proceed- 
ing with the configuration of the cordless computers. 

Click <Next> to begin configuring the Symphony Cordless Network. 

Step 1 : Select a Security Code 



The Symphony Composer will prompt you to choose a Security Code for the 
cordless network, as shown below. 
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A Security Code is a string of up to 20 alphanumeric characters stored on all 
communicating Symphony and Symphony-HRF devices. This string must 
match on all Symphony products to achieve communication. You must use 
the same Security Code on each device, and the Security Code is case 
sensitive. 

When configuring the first cordless computer on a network, enter a Security 
Code that will be easy for you to remember and click <Next>. The Sym- 
phony Cordless Modem will adopt this Security Code. Remember to use the 
same Security Code when configuring the other computers on the cordless 
network. 

Note that there may be a momentarily pause before the Composer displays 
the next screen. 

Step 2: Establish Communication With 
the Cordless Modem 



After you have configured the Security Code, the Composer will attempt to 
automatically detect the Cordless Modem and test the cordless link, as 
shown below. 
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Click <Next> to continue and proceed to Step 3: Create a Virtual Modem. 

If the Composer cannot communicate with the Cordless Modem, it will 
prompt you to manually select a network configuration, as shown below. 




Follow these steps to locate the Cordless Modem: 

1. If you are prompted to select a network type, as shown above, then the 
Cordless Modem is 

□ Not powered on, 

□ The Security Code you entered does not match the Cordless 
Modem's Security Code, or 

□ The computer is out of range of the Cordless Modem, 
la. Confirm that the Cordless Modem is powered on. 
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lb. If you have previously configured other cordless computers on the 
network, confirm that you are using the correct Security Code. 

lc. Try to bring the computer and Cordless Modem closer together before 
proceeding. 

2. Select the option labeled I have a Proxim Symphony Cordless 
Modem and click <Next>. 

3. You will be prompted to confirm that the Cordless Modem is powered 
on and operational, as shown below. 



Composer: Power Check 



2S1 




Composer is unable to find your Cordless Modern. 



Make sure that the Cordless Modem's power supply is 
connected properly and the Status light is or ireen. 

If the Cordless Modem Status light is red, pull the power 
connector out and re-insert it to force the Cordless Modem 
to reset. If the Status light is still red, contact Technical 
Support. 



If the Cordless Modem Status light is 
Next to continue. 



, click 



< Back 



Next > 



Cancel 



3a. Confirm that the Cordless Modem is powered on and that the Status 
LED is not red. Click <Next> to continue. 

4. If the Composer cannot locate the Cordless Modem, you will be 
prompted to reenter the Security Code. 
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4a. 



Reenter the Security Code and click <Next> to continue. 



5. If the Composer still cannot locate the Cordless Modem, you will be 
prompted to enter the last six (6) digits of the device's serial number, 
as shown below. 
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■ Note: 
77?e serial number is located on the underside of the Symphony 
Cordless Modem. 

5a. Enter the last six digits of the serial number in the field provided and 
click <Next> to continue. Each digit is a number from 0 to 9 or a letter 
from A to F. 

6. The Symphony Composer should now be able to communicate with 
the Cordless Modem and should perform a link test. 



6a. Click <Next> to continue and proceed to Step 3: Create a Virtual 
Modem. 
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6b. If problems persist, try moving the computer and Cordless Modem 
closer together; the computer may be out of range of the Cordless 
Modem. Also, you may want to contact Symphony Technical Support 
for assistance and additional suggestions. 

Step 3: Create a Virtual Modem 



The Composer will now create a Virtual Modem entry on the cordless 
computer so that applications will be able to access the Symphony Cordless 
Modem as if the modem were locally installed on the computer, as shown in 
the dialog box below. 



frHTTiriinr UnIluJ Mivkm 
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In addition, the Symphony Cordless Modem will be assigned a port number 
so that it may be accessed by communication programs that use a COM port 
number rather than a modem name to identify a modem. Note that the COM 
port number assigned to the Cordless Modem may differ from computer to 
computer within the same cordless network. 

■ Note: 
The Composer will not create a Virtual Modem on Windows 2000 
Professional computers. 

Click <Next> to continue. 
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Step 4: Configure ISP Information 



When configuring the first cordless computer on a network, the Composer 
will automatically scan the computer and generate a list of ISP accounts 
previously configured within Microsoft's Dial-Up Networking icon, as 
shown below. 




Simply select the appropriate ISP account name from the drop-down menu 
and the Composer will display your User Name, Password, and Internet 
Service Provider's telephone number. If any of this account information is 
incorrect, you may edit it before continuing the installation. 

If your ISP is America Online, CompuServe 2000, or an ISP that does not use 
Microsoft Dial-Up Networking, select the America OnLine option. 

Click <Next> to continue and proceed to Step #5: Assign a Computer 
Name. 

However, if the computer has no existing ISP accounts within Microsoft's 
Dial-Up Networking icon, then the Composer will give you an opportunity 
to load any software from the ISP that has not yet been installed on the 
computer, as shown in the following example. 
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Otherwise, click <Next> and select the User Defined option from the 
drop-down menu to enter the account information manually, as shown below. 
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Give the ISP account a name and then fill in the appropriate User Name, 
Password, phone number, and DNS addresses assigned to you by the ISP. 



If you have previously configured the Cordless Modem's ISP information, 
the Composer will give you the option to change the existing ISP settings, as 
shown below. 
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If you do not wish to change any ISP information at this time, select the No, 
don't change the ISP settings at this time option and click <Next>. 

Step 5: Assign a Computer Name 

Each computer is assigned a name so that it can be easily identified by the 
other devices on the network. The Symphony Composer Installation Wizard 
will determine if your computer has already been assigned a name. 



If prompted, enter a Computer Name for the computer and click <Next>. The 
Computer Name may be up to 15 alphanumeric characters long. 
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Step 6: Select Drives and Printers to Share 



The Symphony Composer will generate a list of the computer's hard drives, 
CD-ROM drives, floppy drives, and printers that may be shared with other 
computers on the cordless network, as shown below. 
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Check the box to the left of each resource entry to allow other computers to 
access that particular resource over the network and click <Next>. 

Note that the Composer will display two configuration screens: one for 
sharing drives and one for sharing printers. 

When sharing a computer' s drive, click the box to the left of a resource 
multiple times to toggle between several access levels that may be granted to 
remote users. The options are Read/Write, Read Only, or no access. 



If you configure a drive with Read/Write or Read Only access, Proxim 
recommends that you establish a password to prohibit unauthorized access. 
Depending on the type of Internet connection you have, others may be able 
to see your computers in their Network Neighborhood or My Network Places 
icon and have unauthorized access to your drives. 
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You may change the access type and establish passwords using the Sym- 
phony Maestro Configuration Tool. See the File Sharing discussion in 
Chapter 7 for details. 

Step 7: Configure Switcher Prompt at Boot-up 



The Symphony Location Switcher includes an optional startup prompt that 
will appear each time the computer boots up; this is a convenient method to 
switch between profiles for users who frequently move a laptop between 
multiple locations. 

■ Note: 
The Switcher prompt at boot-up feature is not available on 
computers running Windows ME. 

Depending on the configuration of the computer, the Symphony Composer 
Installation Wizard may ask you to decide if you want this prompt to appear 
each time the computer boots up, as shown below. 
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Choose either the Yes or No box and click <Next>. If you decide later that 
you want to enable or disable the Switcher prompt at boot-up, you can 
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reconfigure this feature within the Location Switcher configuration screen. 
See Chapter 8 for more information on the Location Switcher. 

When you have completed the configuration of the Symphony settings 
described above, restart the computer if prompted. 

Step 8: Register Symphony Products 



Following the successful completion of the Symphony Composer Installa- 
tion Wizard, you will be given an opportunity to register your Symphony 
product on-line, as shown below. 



Symphony Registration 



Welcome to Symphony! 



To serve you better if you ever require technical support, we invite you to register 
online. Click yes to launch your web browser to register via the Internet. 



: 



[You can register at any time by Right-Clicking the Symphony icon in the task tray, 
selecting "About..." then "Register..."] 



Yes.. Register Now 



Remind Me Later 



No, Thank You 



Click <Yes, Register Now> to be taken to the Symphony Registration Web 
site. If you choose not to register at this time, you can click the button 
labeled <Remind Me Later> to be prompted each time you turn on or restart 
the computer. If you do not want to be prompted to register at a later date, 
click <No, Thank You>. 



Alternatively, you may register at any time by right-clicking the Symphony 
icon, located in the Windows System Tray. Choose About from the drop- 
down list and then click <Register>. 




Hint: 

The Composermay be relaunched at any time from the Symphony 
group under the Programs section of the Start Menu to reconfigure 
the cordless network. See Chapter 9 for more information on how 
to reconfigure a cordless network. 



The cordless network is now ready for use. In addition, a Symphony icon 
will appear in the Windows System Tray. For more information on the 
Symphony icon, refer to Chapter 6. 
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6. Symphony Maestro Configuration Tool 



The Symphony Maestro Configuration Tool lets you make changes to the 
cordless network and monitor its current status. 



After the Composer completes the installation of the cordless network, the 
Maestro Configuration Tool will display a Symphony icon in the Windows 
System Tray, as shown below: 

Cordless Modem icon 



Start 




Double-click the Symphony icon to launch the Maestro tool. Alternatively, 
right-click the Symphony icon and choose Status, as shown below. 





Status 




Connect 
About 


ilffl Start 


Switch ISP ► 


| 2:53 PM 



Either method will launch the Maestro Configuration Tool, shown below. 
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The Maestro has two functions: it monitors the current state of the cordless 
network and the Symphony Cordless Modem and it allows the user to 
reconfigure parameters for the cordless network and the Cordless Modem. 

Below is a brief overview of the key features incorporated into the Maestro 
Configuration Tool when using the Symphony Cordless Modem. Refer to 
the online Help documentation for additional details on how to use each of 
these features and for information on additional features not discussed below. 



Maestro Features for the Cordless Modem 



The Symphony Maestro allows you to configure and monitor the following 
Cordless Modem functions: 



Monitor the State of the Modem 



On the main page of the configuration tool, Maestro reports the current state 
of the modem under a heading labeled Symphony Cordless Modem. For 
example, when the modem is not in use, Maestro will report: The modem is 
idle. When the modem is dialing your ISP's telephone number to establish 
an Internet connection, Maestro reports that the modem is Dialing to the 
Internet. When the modem has established a connection to the Internet, it 
will report the speed at which it connected, as shown below. 
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The Symphony icon, which appears in both the Symphony Maestro Configu- 
ration Tool's main screen and the Windows System Tray, will also alter in 
appearance to reflect changes in modem activity. 

Connect to the Internet 



To initiate an Internet session using the Cordless Modem, right-click the 
Symphony icon and choose the Connect option, as shown below. 





Status 




Connect 


About 


jJQ Start 




Switch ISP ► 





When you are ready to disconnect from the Internet, right-click the Sym- 
phony icon again and choose Disconnect. 

Alternatively, you can establish an Internet session by opening the Maestro 
Configuration Tool and clicking the <Connect> button under the Symphony 
Cordless Modem heading. Click the <Disconnect> button to manually 
terminate an Internet session. 

In addition, the Maestro tool will report if it encounters a problem establish- 
ing a connection. For example, if the phone cable is not plugged into the 
modem when the modem attempts to dial your ISP, Maestro will report that 
the dialing operation failed because there was no dial tone. 

Reconfigure ISP Information 

A Symphony Cordless Modem can store the configuration information for up 
to three (3) ISP accounts. Using the Maestro Configuration Tool, you can 
edit, add, or delete ISP accounts. To view the ISP accounts, click the 
<Configure> button under the Symphony Cordless Modem heading to 
display the Modem Setup screen, as shown in the following example. 
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You can also change the ISP information, including User Name, Password, 
ISP's phone number, ISP Type, and DNS addresses, for any of these accounts. 
To change the DNS addresses, click the <Advanced> button. 



To add an ISP account, click the <Add ISP> button and enter the new 
account information, as shown below. 
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In addition, you can switch between ISP accounts from within the Maestro 
Configuration Tool, as shown below. 
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Alternatively, you can switch ISP accounts by right-clicking the Symphony 
icon in the System Tray, as shown below. 



i^Q Start 
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Connect 
About 
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To delete an ISP account, click the <Remove ISP> button and select the 
account to remove, as shown below. Click <OK> to delete the selected 
account. 
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Dial On Demand 



The Symphony Maestro Configuration Tool allows you to select whether or 
not an Internet connection should be brought up automatically, such as when 
an Internet browser is launched from any computer on the cordless network. 
Maestro also allows you to set a time limit so that the Internet connection 
will be automatically disconnected after the specified period of inactivity. 
These parameters can be configured by clicking the Dial On Demand tab in 
the Modem Setup screen, as shown in the following example. 
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Configure Internal TCP/IP Settings 

The Symphony Cordless Modem uses a private IP address scheme to commu- 
nicate with the cordless computers. 

If the Cordless Modem's default address conflicts with the IP addresses in use 
by your ISP or remote network, then you can change the Cordless Modem's 
IP address and subnet mask by choosing the Advanced or Internal TCP/IP 
Settings tab within the Modem Setup screen, as shown in the following 
example. 
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See Chapter 7 for additional information on the Internal TCP/IP Settings. 

■ Note: 
Proxim recommends that only advanced users who are familiar 
with the TCP/IP protocol change the Cordless Modem 's Internal 
TCP/IP Settings. 

Upgrade the Symphony Cordless Modem 

If an upgrade file becomes available for the Symphony Cordless Modem, you 
may upgrade the modem from within the Maestro Configuration Tool. 

Click the <Configure> button under the Symphony Cordless Modem 
heading and click the Upgrade tab to display the Upgrade screen. 

This screen displays the current version of the Cordless Modem's firmware 
and allows you to upgrade the firmware version on the Cordless Modem 
either from a file on a computer's drive or from the Symphony Web site. 

Refer to Chapter 10 for detailed upgrade instructions. 
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View Modem Statistics 



A user may monitor the status of the modem' s connection to the Internet by 
clicking the <Status> button under the Symphony Cordless Modem heading. 
Among other things, the Modem Status screen reports the number of Bytes 
sent and received by the modem, as shown below. 
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Click the <Advanced Status...> button for additional connection informa- 
tion. A Symphony technical support representative may ask you to print out 
this information for troubleshooting purposes. 

Maestro Networking Features 

The following Symphony Maestro features are available for all cordless 
networks regardless of configuration type: 



Obtain Network Status Information 



The Symphony Maestro Configuration Tool reports the number of packets 
sent and received by the Symphony adapter while communicating with the 
cordless network. Click the <Status> button under the Symphony Network 
Status heading to view the Cordless Status screen shown in the following 
example. 
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Test Cordless Connection 



Symphony Maestro reports the identities of the other members of the cordless 
network in the Symphony Network Map. You may test the strength of the 
cordless connection between your computer and any other member of the 
cordless network from this screen. 

Follow these steps to test the cordless connection: 

1. Highlight one of the other computers in the Symphony Network Map, 
as shown in the following example. 
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2. Click <Select> to perform the link test, as shown below. 
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Maestro will rate the connection strength as "Excellent," "Good"," or "Poor," 
depending on the results of the test. 

Note that double-clicking one of the entries in the Symphony Network Map 
will also open the Test Cordless Connection window. 

Configure Network Parameters 

From within the Symphony Maestro Configuration Tool, you may change 
the Security Code, the virtual modem port number (if applicable), and which 
drives, directories, and printers are available for sharing. 

Click the <Configure> button under the Symphony Network Status heading 
to display the computer's Setup screen, as shown below. 
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Click the appropriate tab to change the virtual modem port (not available on 
Windows 2000 Professional computers) and which drives, directories, and 
printers are available for sharing. 
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Note that the Maestro Configuration Tool allows you to designate specific 
directories to share. Therefore, rather than sharing an entire drive, you can 
customize the amount and location of information that is available to other 
users on the network. Refer to the section entitled "File Sharing" in Chapter 
7 for additional details. 

Remote Drive Sharing 

Symphony Maestro allows you to attach a remote shared drive or directory to 
a drive letter on the local computer. Highlight one of the other Symphony 
computers in the Symphony Network Map and click <Select> or simply 
double-click one of the entries. Then, click the Remote Drive Sharing tab 
to utilize this feature. Refer to the section entitled "Remote Drive Sharing" 
in Chapter 7 for additional information about this feature. 

Launch the Symphony Location Switcher 

Click the <Location Switcher...> button under the Symphony Network 
Status heading to call up the Symphony Location Switcher configuration 
screen. 

Maestro Administrative Features 



The Symphony Maestro Configuration Tool also includes the following 
administrative features, regardless of configuration type: 

Determine Software Version in Use 



To view information about the Symphony software versions currently in use, 
right-click the Symphony icon in the Windows System Tray and choose 
About, as shown below. 





Status 






Connect 






About 




Start 




Switch ISP ► 


j 2:02 PM 



This will display the About Symphony Maestro Configuration Utility screen, 
as shown in the following example. 
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Register Products on Proxim's Web Site 

At any time you may register your Symphony products on-line at Proxim's 
Web site. 

If you did not register your Symphony products following the completion of 
the Symphony Composer Installation Wizard, simply click the <Register> 
button in the About Symphony Maestro Configuration Utility screen, shown 
above, to be taken to the Symphony Registration Web site. 
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7. Using the Symphony Cordless Network 



A Symphony Cordless Network that includes a Cordless Modem offers an 
additional feature not available on a standard peer-to-peer network. While 
providing the same File and Printer Sharing capabilities inherent in a wired 
network, the Symphony Cordless Network also allows Modem Sharing. 

This chapter describes the main features of a cordless network that includes a 
Symphony Cordless Modem. It begins with a discussion of Modem Sharing 
and describes how this provides the entire cordless network with simulta- 
neous access to the Internet. 

In addition, this chapter includes instructions for how to share files between 
cordless computers using the Maestro Configuration tool and how to print to 
a network printer. 

Modem Sharing 



The Symphony Cordless Network has the ability to share a single analog 
modem connection with all of the network computers using the Symphony 
Cordless Modem, as shown in Figure 4 below. 




Figure 4 

Symphony Cordless Network Sharing a Symphony Cordless Modem 
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Note: 

There can only be one Cordless Modem on a Symphony Cordless 
Network. 



Modem Sharing operates in two modes: Multi-User Internet Sharing Mode 
and Single User Mode. 

Multi-User Internet Sharing Mode gives simultaneous Internet access to 
multiple users on a cordless network. 

Single User Mode allows each computer on the cordless network to use the 
Cordless Modem with any communication program, but the modem may 
only be used by one computer at any point in time. 



While one computer is using the modem in Single User Mode, no other 
network computer will have access to it. The Cordless Modem becomes 
available to another network computer only after the first computer termi- 
nates its modem connection. 

The Symphony Cordless Network will automatically switch between these 
two modes as needed. 

Multi-User Internet Sharing Mode 

During installation, the Symphony Composer prompts you to enter your 
Internet Service Provider (ISP) account information, including User Name, 
Password, and telephone number. This information is then stored within the 
Symphony Cordless Modem for later use. When a user requests that the 
Cordless Modem establish an Internet connection, the Cordless Modem 
already has all of the information it needs to dial out to the ISP and log onto 
the Internet. 

There are two ways to establish an Internet connection with the Cordless 
Modem. 

The first method allows the Cordless Modem to automatically dial out to the 
Internet. During installation, the Composer Wizard reconfigures your 
Internet browser so that it will connect to the Internet over the LAN (Local 




Note: 

Windows 2000 Professional computers cannot use the shared 
modem in Single User Mode. 



60 



Area Network) rather than with Dial-Up Networking. Therefore, when an 
Internet browser is launched from one of the network computers, the Sym- 
phony Cordless Modem will automatically connect to your ISP. 

By default, the Symphony Cordless Modem will also initiate an Internet 
connection when a cordless computer accesses an Internet e-mail account. 
These automatic connection features can be enabled or disabled from within 
the Dial On Demand screen of the Symphony Maestro Configuration Tool. 

The second connection method requires that the user manually initiate an 
Internet session from within the Symphony Maestro Configuration Tool. 

Simply double-click the Symphony icon in the Windows System Tray to 
launch the Symphony Maestro Configuration Tool and then click the 
<Connect> button. 



Alternatively, you may right-click the Symphony icon in the System Tray 
and choose Connect from the pop-up menu. 



The Symphony icon will change in appearance on all cordless computers to 
alert users that an Internet session has been automatically established. The 
Symphony icon will appear as follows to indicate that the modem is in 
Multi-User Internet Sharing Mode: 



Note: 

Certain non-browser Internet applications, such as instant mes- 
saging programs, will need to be manually reconfigured to 
communicate with the Internet over the LAN (Local Area Net- 
work). By default, many of these programs are configured to use 
a Dial-Up Networking connection which will prohibit the 
Cordless Modem from operating in the Multi-User Internet 
Sharing Mode. 



Once the Cordless Modem has established a connection with your ISP, then 
all cordless computers will have access to the Internet. There is a single 
telephone line and a single ISP account, but multiple computers will have 
simultaneous access to the Internet. Each computer will be able to surf a 
different Web site at the same time. However, while connected to your ISP, 
the Cordless Modem will be unavailable for any other use. 
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Note: 

If a cordless computer connects to the Internet using Microsoft 's 
Dial-Up Networking or an ISP-specific dialing program, then 
the Cordless Modem will operate only in Single User Mode. An 
Internet connection must be established either manually from 
the Symphony software interface or automatically, as config- 
ured in the Maestro 's Dial-on Demand screen, in order to use the 
Multi-User Internet Sharing Mode. 



Single User Mode 

Single User Mode allows only one cordless computer access to the 
Symphony Cordless Modem at any point in time. While one computer is 
using the modem in Single User Mode, no other computer may access it. 

■ Note: 
Windows 2000 Professional computers cannot use the shared 
modem in Single User Mode. 

Single User Mode is used with any communication program not configured 
to operate over the LAN (Local Area Network), such as a bill paying program 
or fax software. The modem will enter this mode whenever a computer 
attempts to dial out using either Microsoft's Dial-Up Networking program or 
an application's built-in dialer. 

To use the Symphony Cordless Modem in Single User Mode, select the 
Cordless Modem's entry from the modem list within an application's built-in 
dialer. If the application uses COM port numbers instead of names to 
identify a modem, direct the application to use the Virtual Modem port 
number associated with the Cordless Modem on that computer. 

Note that when using a Symphony Cordless Modem in conjunction with a 
home answering machine program running on one of your computers, the 
Symphony Cordless Modem will remain in Single User Mode until the auto 
answer mode is disabled. 

When one computer is using the modem in Single User Mode, the Symphony 
icon in the System Tray will change appearance on all cordless computers to 
alert users that the modem is in use, as shown below. 
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Note to America Online and CompuServe 2000 Customers 



If you are an America Online (AOL) or CompuServe 2000 customer, you 
must use the Symphony Cordless Modem in Single User Mode. AOL and 
CompuServe 2000 use a proprietary protocol that is incompatible with 
Symphony's Multi-User Internet Sharing Mode. AOL and CompuServe 2000 
users may still access the Internet from any network computer in Single User 
Mode, but the other network computers will not have Internet access at the 
same time. 

Configuring the Internal TCP/IP Settings 

When operating in Multi-User Internet Sharing Mode, the Symphony 
Cordless Modem uses a technique known as Network Address Translation 
(NAT) to share a single Internet connection with multiple computers. 

When you dial into the Internet, the Cordless Modem is automatically 
assigned an IP address by your ISP. 

In addition, the Cordless Modem uses a second IP address to communicate 
with the cordless client computers. This second IP address is only used 
internally by the cordless network and is not seen by devices on the Internet. 

By default, the Cordless Modem is assigned an internal IP address of 10.0.0.1 
and a subnet mask of 255.0.0.0. 

The Symphony Cordless Modem also acts as a DHCP server to automatically 
assign IP addresses within the same IP network to the cordless computers. 

If your ISP or remote network is using the 10.0.0.0 IP network, then the 
Symphony Cordless Modem's default settings will conflict with the other 
network's IP settings. In this case, you should change the Cordless Modem's 
default IP address and subnet mask. 




Note: 

The range of IP addresses that may be assigned to cordless 
computers by the Cordless Modem will also change based on the 
new IP address and subnet mask. 
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Follow these steps to change the Cordless Modem's Internal IP address and 
subnet mask: 



1. Open the Symphony Maestro Configuration Tool and click the 
<Configure> button under the Symphony Cordless Modem heading. 

2. Select the Advanced or Internal TCP/IP Settings tab within the 
Modem Setup screen, as shown below. 
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Note: 

Proxim recommends that only advanced users who are familiar 
with the TCP/IP protocol change the Cordless Modem 's Internal 
TCP/IP Settings. 

3. Enter a new IP address for the Cordless Modem. 

4. Enter a new subnet mask for the Cordless Modem. 
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Note: 

You must use a subnet mask that is valid for the class of IP address 
you entered and provides at least 4 bits of addressing space for 
the local network. 



5. Click <OK> to save these changes. 

6. Restart the computer when prompted. 
Example 1: 

If you change the Cordless Modem's Internal IP address to 192.168.0.1 with 
a subnet mask of 255.0.0.0, this value will be rejected by the Symphony 
Maestro Configuration Tool. Since 192.168.0.1 is a Class C IP address, you 
must assign a subnet mask of at least 255.255.255.0. 

Example 2: 

If you change the Cordless Modem's Internal IP address to 192.168.0.1 with 
a subnet mask of 255.255.255.248, this value will be rejected by the Sym- 
phony Maestro Configuration Tool. The 4th octet of the subnet mask does 
not provide 4 bits of addressing space. However, a subnet mask of 
255.255.255.240 is valid since it provides 4 bits of addressing space for the 
local network. 

File Sharing 



During installation, the Symphony Composer Installation Wizard generates a 
list of available drives that the computer may share with the network. The 
list of drives includes not only hard drives, but also any floppy disk drives 
and CD-ROM drives that the Composer finds on the computer. 

The Symphony Composer Installation Wizard then prompts you to place a 
check mark next to each drive you want to share with the network and select 
an access level (Read/Write or Read Only). 

After the Symphony Composer Installation Wizard completes the configura- 
tion of the Symphony software, the drives you specified will be available to 
other users on the network. 

At any time, you may change which drives are shared from within the 
Maestro Configuration Tool by clicking the <Configure> button below the 
Symphony Network Status heading and choosing the File Sharing tab. 
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The Symphony Maestro Configuration Tool also allows you to select 
specific directories for sharing so that you do not need to provide remote 
users with access to an entire drive. Therefore, you can limit the amount of 
information that is available over the network. 

If you only want to provide access to a specific set of files contained in the 
same directory, then you can choose to share only that directory. In the 
example below, only the folder labeled "DOS" on the C: drive is shared with 
the rest of the network. 
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In addition, you may also change the access level (Read/Write or Read Only) 
provided to remote users. Read/Write access allows a remote user to view, 
copy, create, and delete files on the shared drive. Read Only access allows a 
remote user to view and copy files on the shared drive. This feature allows 
you to determine what information is made generally available to the rest of 
the network and what information should reside only on the local computer. 

After you select a new folder or drive to share, the Maestro tool will prompt 
you to choose the type of access remote users will have to the shared 
resource, as shown in the following example. 
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Read/Write Share Properties 



<* jRead/Write Access 
C Read Only Access 
Depends On Password 



Read/Write Password: 
Read Only Password: |~~ 



OK 




Cancel 




Help 



Note: 

Read/Write and Read Only passwords do not apply to Windows 
2000 Professional computers. For information on Windows 
2000 file sharing security, refer to the documentation that came 
with your Windows 2000 Professional computer. 



By default, Maestro will grant remote users Read/Write access to the shared 
resource. If you want to allow this type of access to remote users but prohibit 
unauthorized access, enter a password in the field labeled Read/Write 
Password and click <OK>. 



If you want to grant Read Only access to remote users, select the Read Only 
Access entry. You may also set a Read Only Password to prevent unautho- 
rized access. 



Finally, if you select Depends on Password, you may set two different 
passwords, one for Read/Write access and the other for Read Only access, to 
allow full access to some users and partial access to others. 

At any time, you can reset the access options for a particular drive or folder 
by highlighting its entry in the Select Directories to share list and clicking 
the <Properties> button. 
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Warning! 

Proxim recommends that you establish passwords for each drive 
that you share on the local area network. Depending on the type 
of Internet connection you have, others may be able to see your 
computers in theirNetworkNeighborhoodorMyNetworkPlaces 
icon and have unauthorized access to your drives. 



Once you have determined which drives or directories to share with other 
users, you now need a method to access these shared files from remote 
computers. The Symphony Maestro Configuration Tool includes a feature 
called Remote Drive Sharing that provides a computer with access to shared 
files over the network. This feature is described below. 



Remote Drive Sharing 

From within the Symphony Maestro Configuration Tool, you can assign a 
remote drive a drive letter on the local computer. For example, the C: drive 
of a remote computer may be assigned to the I: drive of the local computer. 
Once this remote drive share has been established, the remote drive will 
appear to be another drive in the local computer's My Computer icon, as 
shown in the following screen shot: 



Mr My Computer 



File Edit View Help 
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3H Floppy (A:) (C) Control Panel 



Printers 



6 object(s) 



Dial-Up | Con 'Kids' 
Networking j computer' (I: 



This process is also called "mapping" a network drive. A mapped network 
drive automatically reestablishes the connection each time the computer is 
restarted. You can establish drive letters for not only remote shared drives, 
but also for remote shared directories. 
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To create a remote drive share, follow these steps: 



1 . Open the Symphony Maestro Configuration Tool and refer to the 
Symphony Network Map, shown below. 
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2. Highlight the name of the remote computer to which you want to 
attach. 

3. Click the <Select> button (alternatively, you may simply double-click 
the name of the remote computer). In the example above, the local 
computer is called "Mom's computer" and the remote computer is 
called "Kids' computer." 



Click the Remote Drive Sharing tab to view a list of shared drives or 
directories on the remote computer, as shown below. 



69 




5. Highlight the name of a remote shared resource. 

6. Click the <Attach to Sharo button. 

7. Select the drive letter on the local computer to assign to the shared 
resource using the drop-down menu. In the example below from a 
Windows 95/98/ME computer, the C: drive on the computer named 
"Kid's computer" is mapped to the local computer's I: drive. 



Map Network Drive 
















Drive: 
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Path: 
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Cancel 
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8. Click <OK>. 
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The mapped drive letter should now appear to the left of the remote drive in 
the list of shared resources, as shown below. 




Once the remote drive is established, you may view the contents of the 
shared drive or directory by double-clicking the appropriate drive letter in 
the My Computer icon located on the Windows desktop; the remote 
computer's shared drive will appear to be another drive on the local com- 
puter. 

In the future, if you want to disconnect a shared drive mapping, highlight the 
name of the remote shared resource in the Remote Drive Sharing screen and 
click the <Detach From Share> button. 

Printer Sharing 



The cordless network utilizes the built-in printer sharing capabilities of 
Windows. Figure 5 shows a cordless network consisting of a laptop and a 
desktop computer that has a printer attached. The laptop can print docu- 
ments to the desktop's printer over the cordless network. 
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Figure 5 

Symphony Cordless Network Sharing a Printer 



During installation, the Symphony Composer Installation Wizard generates a 
list of available printers that the computer may share with the network. Place 
a check mark next to each printer that you want to share. You may also 
change your shared printers selection at any time from within the Symphony 
Maestro Configuration Tool. 



Once the Symphony installation is complete, the network computers will be 
ready to share printers. Follow these instructions to install a remote printer: 



1. Logon to the Network. Each time you restart a network computer, 
you may be prompted to provide a Microsoft Networking User name 
and Password to logon to the network, as shown in the following 
example from a Windows 95/98/ME computer. 



Cniei Netnofk Password 
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Enter your Password and click <OK> to enable the computer's 
network functions. Do NOT click the <Cancel> button. 
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■ Note: 
You must enter a User name and Password to log onto the 
network. If you choose <Cancel>, you will be unable to access 
network resources. 

2. Go to the Network Neighborhood or My Network Places icon. After 
two or more computers have logged onto the network, double-click 
the Network Neighborhood (Windows 95/98) or My Network Places 

(Windows ME/2000) icon on the Windows desktop to see what shared 
printers are available. In the example below, the remote computer, 
named "Kids' computer," is sharing a printer called "printer." 



1 Kids' computer 
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File Edit View Help 
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^printer 












Hint: 

The Network Neighborhood or My Network Places icon is 
typically located below the My Computer icon on the Windows 
desktop. For Windows ME/2000, click the Entire Network option 
within the My Network Places icon to view the list of computers 
found on the network. 



Double-click to Begin the Installation. Double-click the shared 
printer's Network Neighborhood or My Network Places entry to begin 
the installation of the remote printer. If this printer has not been 
installed previously, the following dialog box will appear: 



Printers 



Before you can use the printer 'WKids' computerVprinter', it must be 
set up on your computer. Do you want Windows to set up the printer 
and continue this operation? 



Yes 



No 



Click <Yes> to continue. 
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4. Run the Add Printer Wizard. The computer will now launch the 
Add Printer Wizard, shown below. 




Follow the on-screen instructions to complete the installation of the 
printer. Also, you should have the printer's installation CD or 
diskette(s) available during the installation. You may be prompted to 
insert the CD or diskette(s) if Windows cannot find the appropriate 
driver files. 

5. Confirm that the Printer Has Been Successfully Installed. After the 
printer has been successfully installed, go to the Control Panel and 
click the Printers icon to confirm that the printer has been added to the 
list of available printers, as shown in the example below. 



74 



P" Printers 
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Add Printer 



Network 
Printer 



Once you have confirmed that the printer is installed, it is ready for use. 
Simply select the network printer from the drop-down list within each 
application's Print screen, as shown below. 



• Printer - 
Name: 



Network Printer 



E 



Properties 



Status: Ready 

Type: Printer Manufacturer 

Where: WKids' cornputerVprinter 

Comment: 



r Print to file 




Number of copies: 



Collate 



If you are having difficulty printing to a network printer, refer to Chapter 12 
and the Symphony Web site for troubleshooting suggestions. Also, refer to 
the printer' s documentation to determine if any additional steps are required 
by the manufacturer in order to share this printer on a network. 
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Designating a Network Printer as the Default Printer 



If you have multiple printers connected to the network, you may assign each 
computer a particular network printer to use by default. The default printer 
will automatically appear as the designated printer within an application's 
Print screen. 



Follow these directions to assign a computer a default printer: 

1. Open the Control Panel and double-click the Printers icon to display 
the list of installed printers. 

2. Highlight the printer that you want to designate as the default printer, 
as shown below. 



Printers 
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3. Under the File menu, choose Set as Default from the drop-down list, as 
shown below. 
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Create Shortcut 
Delete 
Rename 
Properties 




Printers 


Work Offline 
Close 



The network printer that you designated as the default printer will now have 
a check mark next to its entry, as shown below, to indicate that it is the 
default printer. 
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8. Symphony Network Switcher 



The installation procedure will automatically configure a Symphony adapter 
with all of the parameters required to establish network communication. 
However, under some circumstances, you may want to move a computer from 
the cordless network to another network. For example, you may want to 
connect the computer to your office LAN (Local Area Network) that is in a 
different location and uses a non-Symphony network card, such as a wired 
Ethernet card or a Proxim RangeLAN2 Card, to provide network access. In 
this case, the cordless network's settings may conflict with the settings of this 
other network. 

Normally, in order to move a computer from one location to another, you 
must manually change several network settings each time the computer is 
relocated. This process can be tedious and error prone. However, the 
Symphony software eliminates this concern by creating two profiles that 
contain the settings for each network. 

During installation, the Symphony Composer Installation Wizard saves your 
computer's existing network configuration in a profile called "Original." 
The Symphony Composer then reconfigures the network settings so that the 
computer will communicate with the cordless network. These new network 
settings are saved in a profile called "Symphony." Once the installation is 
complete, the computer will use the Symphony Profile until you switch back 
to the Original Profile using the Symphony Location Switcher. 

Note: 

Among the network information saved within a profile is a 
computer' s Internet Proxy Server settings. If you have config- 
ured Netscape Navigator with Proxy information, these settings 
are not saved within a profile. Netscape Navigator uses its own 
Internet Proxy information that the Symphony Composer Instal- 
lation Wizard cannot access. If you have configured Netscape 
Navigator with Proxy Server settings, you must change this 
information manually from within Netscape Navigator each 
time the computer is relocated. 

After the Symphony Composer Installation Wizard has completed the 
configuration of a Symphony adapter, the computer may automatically 
launch the Location Switcher program (depending on the computer's 
configuration), and the Location Switcher icon may appear in the Windows 
System Tray, as shown below. If the icon does not appear, the Location 
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Switcher program and icon can be launched from the Symphony section of 
the Start Menu's Programs group. 

Location Switcher icon 



4:14 PM 



If you move the Windows cursor over the Switcher icon, a dialog box will 
appear that reports the current profile in use, as shown below. 





Location Switcher (Current Profile: Symphony) 


^ Start 


^ 4:18 PM 



Depending on your computer's configuration, this icon may appear in the 
Windows System Tray each time you restart the computer. You can prevent 
this icon from appearing in the System Tray by unchecking the box labeled 
Always show Switcher icon in taskbar within the Location Switcher 
configuration screen. If this icon does not appear automatically, you can 
enable this feature by checking the box labeled Always show Switcher icon 
in taskbar within the Location Switcher configuration screen. 

In addition to the Switcher icon, the Location Switcher program may also 
create a prompt at boot-up that allows you to select which profile you want 
to use. The example below is from a Windows 95/98 computer; the Switcher 
prompts Windows 2000 Professional users to select a profile after the user has 
logged onto the network. 

■ Note: 
The Switcher prompt at boot-up feature is not available on 
computers running Windows ME. 



Symphony Location Switcher 

Please choose among the following Network Profiles 
and press <ENTER> to continue. 

Please enter a valid choice [1-2]: 2 Timeout: 5 
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During installation, the Composer wizard will ask you to decide if you want 
to use this prompt. If you chose to install this feature, then the prompt will 
appear during boot-up each time you restart the computer. 

Select the profile you want to use and click <Enter>. This prompt also 
includes an automatic timer so if you do not wish to change the profile, it 
will automatically load your current profile after a brief countdown. 

You can disable this feature by unchecking the box labeled Always prompt 
user at startup within the Switcher configuration screen. If this prompt does 
not appear automatically and you want to utilize this feature, place a check 
mark next to the box labeled Always prompt user at startup within the 
Switcher configuration screen. 




Note: 

The Always prompt user at startup option is not available on 
computers running Windows ME. 



At any time, you may edit an existing profile or create a new one using the 
Location Switcher configuration screen. Simply double-click the Switcher 
icon to display the Location Switcher configuration screen, shown below. 

Alternatively, you can right-click the Switcher icon and choose Edit or select 
the Symphony Location Switcher entry found in the Symphony section of 
the Start Menu's Programs group to display this screen. 



Location Switcher (Current Profile: Symphony) 




Create Profile... Edit Profile ... Delete Profile . 



■Switch to Profile 
| Symphony 



Switch 



Active Profile on next Reboot : Symphony 




-Switcher Settings — 

W Always prompt user at startup I? Always show Switcher icon in taskbar 



Close 
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Switching Between Profiles 



The Location Switcher offers three ways to toggle between profiles: 

Method 1 : Right-click the Switcher icon in the Windows System Tray and 

select the Switch option from the pop-up menu to choose between 
profiles, as shown below. 







Edit 




Original 


Switch ► 




✓ Symphony 


About 


m Start 


j 


Exit 



r 



Method 2: Select a profile when prompted during boot-up, as described 
above. 




Click <Switch> to change the profile. Restart the computer when 
prompted. 
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If you choose not to restart the computer when prompted, the 
profile listed in the Active Profile on next Reboot field will 
change to indicate that the new profile will be used following the 
next restart. 

Note: 

Methods 1 and 3 above require that you restart the computer 
each time you change to a new profile in order for the new settings 
to take effect. 



Editing a Profile 



To edit the network settings for a particular profile, follow these steps: 

1. Select the profile from the Switch to Profile drop-down menu. 

2. Click <Edit Profile ...>. This displays the Switcher' s Edit Profile 
screen, as shown below. 



Location Switcher (Current Profile: Symphony) 



Symphony 



Settings 







| IB6WIIF1CAT10N 






1 


| CORDLESS 




TCP/IP 
















1 i — ] 


FILE/FKIN7ER 
I SHARING 










MISCELLANEOUS 





Edit Profile: 



| ^ | Save Changes 



Windows uses the following information to identify your 
computer on the network. Please type a name for this 
computer, the workgroup it will appear in, and a short 
description for this computer. 



Computer Name : Mom's computer 



Workgroup: |W0RKGR0UP 

Compute 
Description 
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3. Select one of the headings on the left-hand side to view and edit a 
profile' s parameters. 

3a. The Identification option, shown above for a Windows 95/98/ME 

computer, configures the name, workgroup designation, and descrip- 
tion that the computer will use for the selected profile. Windows 2000 
Professional users can also configure the computer's Domain or 
workgroup affiliation within this screen. 

3b. The Cordless option, shown below, configures the cordless network- 
ing parameters. Select either the Station Settings or Master Settings 

tab to view additional advanced settings. For more information on 
these advanced cordless parameters, including Station Type and 
Protocol Type, refer to Appendix A. 

■ Note: 
The Domain and Roaming parameters are grayed out in the 
Symphony Profile. Symphony products do not support these 
Range LAN2/OpenAir parameters. 

In the example below, a Symphony Conductor computer is using the 
word "peer" as the Security Code and it is configured as a Master 
device. The user configured this Security Code using the Composer 
Installation Wizard. 

Proxim's RangeLAN2 and Harmony OpenAir Cards use a parameter 
called "Security ID," which is similar to a Symphony Card's Security 
Code, except the Security ID is stored on the RangeLAN2/OpenAir 
Card itself and cannot be read or retrieved, only overwritten. 

RangeLAN2/OpenAir users who move a laptop between a 
RangeLAN2/OpenAir network and a Symphony network should 
configure the Original Profile to use the Security Code (or Security ID) 
that resides within the card rather than a configured Security Code to 
communicate with a RangeLAN2/OpenAir network. 
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3c. The TCP/IP option configures the TCP/IP parameters that the com- 
puter will use for the selected profile. The TCP/IP parameters include 
IP Address, Subnet Mask, DNS configuration, Gateways configuration, 
Proxy Server settings, and WINS configuration. If you are unfamiliar 
with these settings, Proxim recommends that you leave these param- 
eters at their default value. 



3d. The IPX/SPX option configures the IPX/SPX parameters that the 
computer will use for the selected profile. IPX/SPX is a network 
protocol like TCP/IP. By default, the cordless network does not use 
this protocol, but it may be used on other networks. If you are 
unfamiliar with these settings, Proxim recommends that you leave 
these parameters at their default value or contact your network 
administrator for assistance. 



3e. The File/Printer Sharing option configures the drive mappings and 
default printer that the computer will use when operating in the 
selected profile, as shown in the following example. 
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The File/Printer Sharing screen allows you to create, delete, or edit 
drive mappings (also known as remote drive shares) used by the 
computer for the selected profile. 

To make a new drive share, click <Create Map> and assign a drive 
letter and network path. Click <Select> to browse the network for the 
location of the drive you want to share. 

To delete or edit an existing drive mapping, highlight one of the 
entries in the Drive Mapping table and click the appropriate button. 

To change a profile's default printer, select another installed printer 
from the Default Printer drop-down menu. 

3f. The Miscellaneous option determines which Proxim programs are 
automatically launched when a computer is restarted using the 
selected profile. "Maestro" corresponds to the Symphony Maestro 
Configuration Tool. "Statmon" corresponds to the RangeLAN2 Status 
Monitor. "EConduct" corresponds to the Symphony Conductor 
Modem Sharing Software for cordless networks that share a high-speed 
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Internet connection or communicate with another network. 
"Conductr" corresponds to the Symphony Conductor Modem Sharing 
Software for cordless networks that share a dial-up modem. 



For the Symphony Profile, you want the Symphony Maestro and 
Conductor programs to be launched automatically but not the 
RangeLAN2 Status Monitor, so the Maestro, EConduct, and 
Conductr entries should have a check mark and the Statmon entry 
should not, as shown below. 

■ Note: 

I A Windows 2000 Professional computer does not have the 
I EConduct and Conductr entries. 
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For a profile that communicates with a RangeLAN2/OpenAir 
network, you want the RangeLAN2 Status Monitor to be launched 
automatically but not the Maestro Configuration Tool or Conductor 
software, so the Statmon entry should have a check mark and the 
Maestro, EConduct, and Conductr entries should not. 
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For a profile that does not communicate with either a Symphony or 
RangeLAN2/OpenAir network (such as a profile that uses a wired 
Ethernet card), then none of these entries should have a check mark; 
this will prevent these programs from loading automatically when not 
needed. 

4. After you have made changes to a profile's network settings, click the 
<Save Changes> button. To exit the Edit Profile screen without making 
any changes, click the X box in the upper right hand corner of the screen. 

5. Restart the computer when prompted for these changes to take effect. 

Creating and Deleting Profiles 

Within the Location Switcher configuration screen, you may create a new 
profile or delete an existing one. 

To create a new profile, follow these steps: 

1. Click <Create Profilo. This will make a copy of an existing profile. 

2. Assign the duplicate profile a new name, as shown below. 




Change the network settings of the new profile using the Edit Profile 
options discussed earlier this chapter. 




Note: 

There is no limit to the number of profiles that you can create. 
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To delete a profile, follow these steps: 

1 . Click <Delete Profilo. 

2. Select a profile from the drop-down menu, as shown below. 



Delete Profile 




3. Click <OK> to delete the profile. 

Examples of When to Use Profiles 



Here are a few examples of how to switch between profiles: 

Moving a Laptop Computer From the Home to the Office 

Follow these steps when moving a laptop computer from the home to the 
office: 

1. Shut down the computer. 

2. Eject the Symphony PC Card from the PCMCIA slot. 

3. Take the computer to the office. 

4. Insert your office network card or place the computer in its docking 
station, if applicable. 

5. Turn on the computer. 

6. Select the Original Profile (or another profile you have created 
specifically for the office) at the Switcher prompt at boot-up. 
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The Location Switcher will restore all of your office LAN's settings during 
boot-up and the laptop will be ready to communicate with the office LAN 
without further configuration. 

Alternatively, you can change the profile setting by right-clicking the 
Location Switcher icon or by clicking the <Switch> button in the Switcher 
configuration screen and restarting the computer when prompted. 

Moving a Laptop Computer From the Office to the Home 

Follow these steps when moving a laptop computer from the office to the 
home: 

1. Shut down the computer. 

2. Remove the office network card from the PCMCIA slot or undock the 
laptop. 

3. Take the computer home. 

4. Insert the Symphony PC Card into the PCMCIA socket. 

5. Turn on the computer. 

6. Select the Symphony Profile at the Switcher prompt at boot-up. 

The Location Switcher will restore all of the Symphony settings during 
boot-up, and the laptop will be ready to communicate with the cordless 
network without further configuration. 

Alternatively, you can change the profile setting by right-clicking the 
Switcher icon or by clicking the <Switch> button in the Switcher configura- 
tion screen and restarting the computer when prompted. 




Note: 

Refer to Proxim 's web site at http://www.proxim.com for infor- 
mation on how to use the Symphony Location Switcher with a 
RangeLAN2/Harmony OpenAir Card. 
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9. Adding a New Product to a Cordless Network 



In the future, if you decide to increase the number of computers on the 
cordless network or decide to add a Symphony Cordless Modem to an 
existing network, you may need to reconfigure the computers on the cordless 
network. Below are some guidelines for reconfiguring a Symphony Cordless 
Network. 



Adding a New Computer to a Cordless Network 



If you are adding a new computer to an existing cordless network with a 
Symphony Cordless Modem, then simply follow the installation instructions 
in Chapters 3, 4, and 5 to configure this new addition to the cordless net- 
work. 

Adding a Symphony Cordless Modem 
to a Cordless Network 



If you have an existing cordless network to which you want to add the 
Symphony Cordless Modem, follow these steps: 

1 . Shut down all computers on the cordless network. 

2. Install the Symphony Cordless Modem. The installation procedure for 
the Cordless Modem is described in Chapter 3 of this manual. 

3. Turn on one of the computers on the cordless network. 

4. Rerun the Symphony Composer Installation Wizard from the Sym- 
phony folder of the Start Menu's Programs group and click <Next>. 

5. Configure a Security Code for the cordless network and click <Next>. 

6. If prompted, select the I have a Proxim Symphony Cordless Modem 

option within the Composer's Choose a Configuration screen, as 
shown below. 




Note: 

There can be only one shared device (modem, Ethernet card, 
Ethernet Bridge, or Cordless Gateway) on a Symphony Cordless 
Network. 
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7. Click <Next> and follow the on-screen instructions to configure the 
Symphony adapter to communicate with the Cordless Modem. Refer 
to Chapter 5 for additional information on the Composer Installation 
Wizard. Complete the configuration of the Symphony adapter and 
proceed to Step #8. 

8. Follow Steps #3 through #7, above, for each computer on the cordless 
network. 
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10. Upgrading Symphony Software 



This chapter describes how to upgrade the Symphony software used by the 
Symphony Cordless Modem and Symphony adapters if a new version 
becomes available. 

Upgrading the Symphony Cordless Modem's Firmware 

There are two methods to upgrade the Symphony Cordless Modem's firm- 
ware: "Upgrade from Symphony Web Site" and "Upgrade from Disk." 

Select one of these methods and follow the directions below. 

Method 1 : Upgrade from the Symphony Web Site 

1. Confirm that no cordless computer is using the Symphony Cordless 
Modem before you begin the procedure to upgrade the firmware. 

2. Confirm that the Cordless Modem is successfully connected to the 
Internet. 

3. Open the Symphony Maestro Configuration Tool on one of the 
cordless computers. 

4. Click the <Configure> button under the Symphony Cordless Modem 
heading. 

5. In the Modem Setup screen, click the Upgrade tab, as shown in the 
following example. 
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6. Check the current version of the firmware. If the Cordless Modem 
already has the latest version installed, there is no need to continue 
with this upgrade process. Otherwise, proceed to Step #7. 

7. Click the button labeled Upgrade from Symphony Web Site. 

8. Follow the on-screen instructions to complete the upgrade process. 

9. Click <OK> when notified that the upgrade process is complete, as 
shown in the following example. 
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The Cordless Modem will be automatically rebooted after it has completed 
the download of the new firmware. 

10. Click <OK> to close the Modem Setup screen. 

1 1 . Click <Configure> under the Symphony Cordless Modem heading of 
the Maestro Configuration Tool. 

12. Click the Upgrade tab again to view the current firmware version in 
use. 

13. Confirm that the update was successful. If an update occurred, then 
the version number should have increased from what was reported in 
Step #6. 

Method 2: Upgrade from Disk 

1. Confirm that no cordless computer is using the Symphony Cordless 
Modem before you begin the procedure to upgrade the firmware. 

2. Open the Symphony Maestro Configuration Tool on one of the 
cordless computers. 

3. Click the <Configure> button under the Symphony Cordless Modem 
heading. 

4. Click the Upgrade tab in the Modem Setup screen, as shown in the 
following example. 
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5. Check the current version of the firmware. If the Cordless Modem 
already has the latest version installed, there is no need to continue 
with this upgrade process. Otherwise, proceed to Step #6. 

6. Click the button labeled Upgrade from Disk. 

7. When prompted, browse the location of the file named SYMPCM.BIN, 
as shown below. 
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Note: 

This file is included on the Symphony Installation CD and on the 
Symphony executable available for download from the Sym- 
phony Support web site. Typically, SYMPCM.BIN can be found 
in the CD 's or executable 's S YMPHONY\APPS\ directory. 



8. Click <Open> to begin the upgrade process. 

9. Follow the on-screen instructions to complete the upgrade process. 

10. Click <OK> when notified that the upgrade process is complete, as 
shown below. 



1 Success 
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Your Symphony Cordless N 


lodem Has Bee 
OK 


sn Successfully Upgraded 



The Cordless Modem will be automatically rebooted after it has completed 
the download of the new firmware. 

1 1 . Click <OK> to close the Modem Setup screen. 

12. Click <Configure> under the Symphony Cordless Modem heading of 
the Maestro Configuration Tool. 

13. Click the Upgrade tab again to view the current firmware version in 
use. 

14. Confirm that the update was successful. If an update occurred, then 
the version number should have increased from what was reported in 
Step #5. 
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Upgrading a Symphony Adapter's Software 



The Symphony Installation program automatically detects if an earlier 
version of the Symphony software is installed on the computer. Follow the 
steps below to upgrade the Symphony software without having to uninstall 
the previous version first. 

1. Right-click the Symphony icon, located in the Windows System Tray. 

2. Select the About option from the drop-down menu to view the About 
Symphony Maestro Configuration Utility screen.. 

3. Write down the version of Symphony software currently installed on 
the computer. 

4. Click <OK> to return to the Windows desktop. 

5. Insert the Symphony Installation CD-ROM into the CD-ROM drive. 

6. Double-click the My Computer icon. 

7. Double-click the icon that corresponds to the CD-ROM drive, typi- 
cally this is drive D:. 

8. Double-click SETUP.EXE to launch the Symphony Installation 
program. 

9. Click <Upgrade> to begin the upgrade process, as shown below. 
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10. Follow the on-screen instructions. 

1 1 . Restart the computer when prompted. 

12. After the computer has restarted, proceed with the Symphony Com- 
poser Installation Wizard, described in Chapter 5. 

13. Restart the computer if prompted. 

14. After the upgrade process is completed, right-click the Symphony 
icon, located in the Windows System Tray. 

15. Select the About option from the drop-down menu to view the About 
Symphony Maestro Configuration Utility screen.. 

16. Compare the new software revision number with the information you 
recorded in Step #3 above to confirm that the upgrade was successful. 
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11. Uninstalling Symphony Software 



Proxim provides an uninstall tool to remove a Symphony adapter and the 
Symphony software from a desktop or laptop computer. The Symphony 
installation procedure copies the file UNINSTAL.EXE to the computer's hard 
drive and places a Windows shortcut in the Symphony group within the 
Programs section of the Start Menu. 

Follow these steps to uninstall the Symphony software: 

la. Go to the Start Menu and choose Uninstall from the Programs group's 
Symphony folder. 

lb. Alternatively, go to the Add/Remove Programs icon in the Control 
Panel and remove the Symphony Cordless Network entry. 

2. When prompted, click <OK> to confirm that you want to uninstall the 
Symphony software, as shown below. 
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3. When prompted by the message shown below, close all Windows 
programs and click <OK> to continue. 
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4. Please be patient while the Uninstall program removes the Symphony 
components from your computer. 
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5. Click 



<OK> when the process is complete, as shown below. 



Uninstall Symphony 



Please wait while each of the following 
components is removed. 



El 





Network card... 




Modem and COM ports. 


s 


Shared program files... 




Program folders... 


s 


Standard program files.. 




Program registry entries 



Uninstall Successfully Completed. 



OK 



6. When prompted, shut down the computer and remove the Symphony 
adapter from the computer. 

■ Note: 
The Uninstall program will reconfigure the computer with the 
network settings stored in the Original Profile, if any exist. For 
more information on profiles, refer to Chapter 8. 

If you decide to reinstall the Symphony adapter at a later date, follow the 
installation instructions in Chapters 3, 4, and 5. 



To uninstall the Symphony Cordless Modem, unplug it from the wall and 
phone jack. 
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12. Troubleshooting 



The Symphony Cordless Networking Suite of products is designed to be very 
easy to operate. If you do experience difficulties, however, use the informa- 
tion in this chapter and on Proxim's Symphony Web site to help diagnose 
and solve your problems. 

If you cannot resolve a problem, contact Symphony Technical Support, as 
described in Appendix B, "How to Reach Technical Support." 

Note: 

Refer to Chapters 4 and 12 of the manual that came with the 
Symphony adapter for assistance with problems that arise dur- 
ing software installation. 

Application Hints 



This section provides information about the range of Symphony adapters, 
how to reduce interference with other devices, and information on how to use 
the cordless network with common applications and peripheral devices. 

Range of Symphony Adapters 

Two Symphony adapters can communicate over a distance of up to 150 feet. 
Range is highly dependent upon the particular environment in which the 
products are used. Obstacles, such as walls and ceilings, weaken the radio 
signals. Metal objects, such as screen doors, windows screens, and filing 
cabinets, also have an adverse effect on range. You should try to avoid 
placing a sheet of metal (like a filing cabinet) between two Symphony 
devices. 

Reducing Interference 

The Symphony Cordless Networking Suite uses frequency hopping spread 
spectrum technology in the 2.4-GHz band to communicate. This is the same 
frequency band used by microwave ovens and 2.4-GHz phones. Frequency 
hopping technology is designed to minimize interference so while you may 
notice a reduction in performance, your devices will not cease to function. 
Proxim recommends against installing the base station of the 2.4-GHz phone 
between two Symphony adapters. 
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Hint: 

If you suspect a 2.4-GHz telephone is severely degrading the 
performance of the cordless network, temporarily disconnect 
power from the phone 's base station to determine if this addresses 
the performance concern. 



Home NetworkSecurity 

Frequency hopping technology is inherently secure. Frequency hopping 
signals are difficult to detect and decode because they hop several times a 
second from frequency to frequency in a pseudorandom sequence. 

Also, the Security Code adds an additional degree of protection because 
even if a network infiltrator is using another Symphony adapter within range 
of your network, the infiltrator must know your Security Code in order to 
communicate with your network. 

Therefore, the Symphony radio signals are secure against unauthorized 
access by eavesdroppers. 

In addition, Symphony's Network Address Translation (NAT) software acts as 
an Internet firewall to protect against authorized access from other users on 
the Internet. 



However, Proxim recommends that you establish passwords for each drive 
that you share on the local area network. Also, users who store personal 
information, such as bank records, on their computers may want to consider 
installing a third-party security program to provide additional protection. 

Accessing E-Mail 

Each computer on the cordless network can send and receive e-mail exactly 
as if you were directly connected to the Internet. Each computer that 
accesses e-mail must have e-mail software installed and configured. 

Typically, when you access your e-mail account, messages are downloaded 
from your ISP's mail server and stored on that computer's hard drive. Later, 
you can go back to that same computer to review your messages. However, if 
you then access your e-mail account from a different computer, you will not 
be able to access the messages that were downloaded to the hard drive of the 
other computer. 
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It is recommended that every time you access a unique e-mail account, you 
do so from the same computer. This way, you will always have access to all 
messages for that e-mail address. If your ISP allows you to store your e-mail 
on its mail server or you use a Web-based e-mail service, you may be able to 
access all of your messages from any computer on your home network. Also, 
if you want multiple e-mail addresses for the same Internet account, contact 
your ISP to determine if it supports this option. 

Playing Games Over the Home Network 

You may play multiplayer games over your home network as long as the 
game supports operation over a LAN (local area network). Refer to the 
game's user guide for more information. 

Sharing Software Applications 

Most software programs designed for home use do not support operation over 
a network. This means that only computers that have the program installed 
on their local hard drive can use the program. Consult the application's user 
guide to determine if it supports operation over a network. 

Even if you can share a program over the network, keep in mind that gener- 
ally when you purchase software applications, you are authorized by the 
software manufacturer to install and run a single copy of that application on 
a single computer. Some software applications are designed to prevent 
simultaneous use. Please refer to the software license agreement for restric- 
tions on network use or contact the manufacturer for information on a 
network-enabled version of the software. 

Using Fax Software 

The Symphony Cordless Modem supports any generic modem application, 
such as fax software or answering machine software, in Single User Mode. 
Single User mode allows you to use the Cordless Modem to send a fax from a 
cordless computer on the network. 

Refer to Chapter 7 for more information on Single User Mode. 
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Sharing a Scanner With the Home Network 



A cordless network can only share a scanner that supports operation over a 
network. Refer to the scanner's documentation or contact the scanner's 
manufacturer to determine if your scanner is network-enabled. 

Frequently Asked Technical Support Questions 
Operational Issues 



Problem/Symptom 
Question 


Possible Solution/ Answer 


Chapter in 
User's Manual 


How do I know that the 
Symphony Cordless 
Modem has connected to 
the Internet? 


There are two ways to confirm 
this: 1. Look at the Symphony 
icon in the Windows System Tray 
or in the Maestro Configuration 
Tool on any network computer to 
confirm that the modem is 
connected to your ISP in the Multi- 
User Internet Sharing Mode. 
2. The Status LED on the 
Symphony Modem will change 
from green to yellow once the 
modem has established an Internet 
connection. 


3, 6, 7 


According to the 
Symphony Maestro 
Configuration Tool, my 
Cordless Modem cannot 
establish a connection with 
my ISP. What can I do? 


1. Try dialing your ISP phone 
number from your telephone. This 
will help determine if the line is 
busy or if you have configured the 
shared modem with the wrong 
telephone number. 

2. Confirm that you have plugged 
the telephone cable from the wall 
into the correct telephone jack on 
your Cordless Modem. 

3. Check your ISP account 
settings again to confirm that the 
User name and Password are 
correct. 


3, 6 
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Problem/Symptom 
Question 


Possible Solution/Answer 


Chapter in 
User's Manual 


I can't print to the network 
printer. 


1 . Confirm that you have 
successfully installed the network 
printer on the computer from 
which you want to print. 

2. Confirm that the printer and the 
computer it is attached to are 
powered on. 

3. Confirm that the computer with 
the printer and the computer from 
which you want to print are both 
successfully logged into the 
network. 

4. Test the strength of the cordless 
connection between the two 
computers from within the Maestro 
tool. The computers may be out of 
range of one another. 


7 


I get an error message 
while trying to copy driver 
files during the installation 
of my printer. 


Certain printer manufacturers 
require that network computers run 
a proprietary software program to 
use the printer over the network. 
Consult your printer documentation 
for more information on how to 
share the printer on the network. 


7 


The Symphony icon in the 
Windows System Tray is 
red. Why? 


The Symphony icon will turn red 
when the Cordless Modem is 
unreachable. Try these steps: 

1 . Confirm that the Cordless 
Modem is on. 

2. You may be out of range of the 
device. Try moving the computer 
closer to the Cordless Modem. 


6 


The Maestro Configuration 
Tool reports that the 
cordless network is 
configured without a 
modem, but I want to share 
the Cordless Modem I 
purchased. 


You chose the wrong Network 
Configuration option during 
installation. Rerun the Composer 
tool on each the computers on the 
cordless network. See Chapter 9 
for more information on how to 
reconfigure a cordless network. 


5, 9 
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Problem/Symptom 
Question 


Possible Solution/ Answer 


Chapter in 
User's Manual 


I can connect to the 
Internet independently from 
two computers, but why 
can't I access the Internet 
on the two computers 
simultaneously? 


Ensure that you are not connecting 
to the Internet in Single User 
Mode. See Chapter 7 for a 
discussion of the different Modem 
Sharing operating modes. 


7 


When I start my Internet 
browser, why does the icon 
in the Windows System 
Tray indicate that the 
modem is operating in 
Single User Mode and not 
Multi-User Internet Sharing 
Mode? 


Follow these steps to make certain 
that your Internet browser has been 
properly configured on all 
computers. 

1. Double-click the Internet 
Options icon in the Control Panel. 

2. Click the Connection tab. 

3. The Connection page will look 
different depending on the version 
of Windows running on your 
computer. Confirm that either the 
Connect to the Internet via a 
LAN or Never dial a connection 
option is chosen. 


7 


I can't find another 
computer on the cordless 
network. 


1. Confirm that the other computer 
is listed in the Symphony Network 
Map in the Maestro tool. 

2. Test the strength of the cordless 
connection between the two 
computers from within the Maestro 
tool. The computers may be too 
far apart. 

3. Confirm that you successfully 
logged onto the network. If you 
are unsure, go to Shut Down in the 
Start Menu and choose Close all 
programs and log on as a 
different user to bring up the 
Network Logon prompt. 

4. Use Microsoft's Find Computer 
utility to locate the computer on 
the network. 


6 
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General Questions 



Problem/Symptom 
Question 


Possible Solution/ Answer 


Chapter in 
User's Manual 


How can I use a laptop 
computer on both my office 
network and home 
network? 


Switch between profiles using the 
Symphony Location Switcher. See 
Chapter 8 for details. 


8 


After I installed Symphony, 
my computer's workgroup 
name was changed to 
"WORKGROUP." Why? 


The Symphony installation 
overwrites an existing workgroup 
designation and replaces it with 
"WORKGROUP." The original 
workgroup name is stored in the 
Original Profile. 


8 


T rannnt PQfnhli<;li n VPN 

connection when the shared 
modem is in Multi-User 
Internet Sharing Mode, 
why? 


VPN i Virtual Privatp Npt wnrVincr^ 

V± ^ V 11 llltll 1 11VC11G 1 1CI WUlX^lllg^ 

is supported only when the 
Cordless Modem is used in Single 
User Mode. Follow the standard 
procedure for using VPN, but 
configure the dial-up networking 
session to use the Cordless 
Modem. 


7 


(""an T iisp a Svirmhonv 

V- <-ll 1 A LI JL. CI O j 111L/11W11 V 

Cordless Modem and a 
Symphony-HRF Cordless 
Gateway on the same 
cordless network? 


No Paph pnrHlpss nptwnrk pan 

support either one Symphony-HRF 
Cordless Gateway, one Symphony 
Ethernet Bridge, one Symphony 
Cordless Modem, or one computer 
acting as a Symphony Conductor. 
None of these devices can coexist 
on the same cordless network. 




I have reviewed all of the 
troubleshooting suggestions 
but I still can not solve my 
problem. 


Review the support documentation 
available on the Symphony Web 
site at http://www.proxim.com/. 
If you are still unable to solve the 
problem, call Symphony Technical 
Support at 800-411-8106 for 
technical assistance with the 
Symphony product line. 
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A. Advanced Symphony Parameters 



Several advanced parameters are visible within the Symphony Location 
Switcher configuration screen and the Advanced tab of the Symphony Card's 
Properties screen in the Windows' s Network icon. These parameters are 
specific to the protocol used by the Symphony Cordless Networking Suite, 
which is known as OpenAir. 

Proxim recommends that you do not alter these advanced parameters from 
their default values unless told to do so by a Symphony Technical Support 
representative. 

Station Type 



The Symphony Cordless Networking Suite uses a radio technology known as 
frequency hopping spread spectrum. This means that the frequency at which 
the devices communicate changes several times a second within a specific 
radio band. 

In order for all devices to hop to the appropriate frequency at the same time, 
one radio must coordinate these movements. For OpenAir networks, this 
device is known as the Master. A device which follow a Master's pattern is 
known as a Station. Two Masters cannot communicate with each other. Two 
Stations can communicate with each other if they have the same Master. 

At any point in time, each Symphony device is either a Master or a Station. 
In addition, there is a third Station Type option, Alternate Master, which 
allows a device to become a Master if one is not present and otherwise it acts 
as a Station. Multiple Alternate Masters will decide among themselves 
which device will act as the Master. 

A Symphony Cordless Modem, a computer running the Symphony Conduc- 
tor Modem Sharing Software, and a Symphony Cordless Ethernet Bridge are 
always configured as Masters. Other Symphony devices act as Alternate 
Masters by default, but this may be changed by configuring the Station Type 
parameter. Do not change this parameter unless directed to do so by Techni- 
cal Support. 
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Master Name 



The Master Name is a string of characters which identifies a Master device. 
This parameter is only valid for an active Master. Do not change this 
parameter unless directed to do so by Technical Support. 

Channel and Subchannel 



The Channel represents the frequency hopping pattern used by the Master 
device. The Subchannel provides a logical subdivision between Channels. 
These parameters are only valid for an active Master device. Do not change 
these parameters unless directed to do so by Technical Support. 

MAC Optimize 



This parameter accounts for the number of radios that are communicating on 
the Symphony network. By default, this parameter is set to Light in order to 
maximize throughput and reduce overhead. However, if you have 9 to 10 
Symphony devices on the same Symphony network, you may see improved 
communication by changing this parameter to Normal. Proxim recommends 
that you do not change this parameter unless you are directed to do so by 
Technical Support. 

Inactivity Timeout 



This parameter is only visible for the Symphony PC Card. It controls when a 
Symphony PC Card will enter a low-power doze mode in order to conserve 
battery life. The Inactivity Minutes and Inactivity Seconds parameters are 
added together to arrive at the Inactivity Timeout period. After the specified 
period of inactivity has elapsed, the Symphony PC Card will enter the doze 
mode and draw a minimal amount of power from the computer. The card will 
awaken from doze mode to receive a message directed to it or to send a 
message to another Symphony device. 

Setting both Inactivity Seconds and Inactivity Minutes to 0 will prevent the 
Symphony PC Card from entering the doze mode. Note that disabling the 
doze mode will decrease the computer's battery life. If you intend to disable 
the doze mode, you may want to use the computer with AC power. 
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Note: 

The Symphony PC Card will not emerge from doze mode in 
response to a broadcast packet. In general, this is not a problem 
because communication will typically be initiated from the 
mobile computer. However, if you need the device to respond to 
broadcast packets all of the time, you may disable the Inactivity 
Timeout parameter, as described above. Alternatively, ad- 
vanced users may configure a static entry for the Symphony PC 
Card in other computers ' ARP table. 



Protocol Type 



This parameter is only applicable for a Symphony-HRF adapter. A 
Symphony-HRF adapter can support either the OpenAir or HomeRF radio 
protocol. Refer to a Symphony-HRF User's Manual for details. 

A Symphony adapter can only operate in OpenAir mode. By default, the 
Protocol Type for a Symphony adapter is configured to OpenAir-only. Do 
not change this parameter. 

■ Note: 
Do NOT attempt to configure a Symphony adapter to operate in 
HomeRF -only mode. 
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B. How to Reach Technical Support 



If you are having a problem using any of the Symphony Cordless Networking 
products and can't resolve it with the suggestions in Chapter 12 or with 
information from the Symphony Web site, gather the following information 
and contact Symphony Technical Support: 

□ What network configuration is your cordless network using? 

□ What were you doing when the error occurred? 

□ What error message did you see? 

□ Can you reproduce the problem? 

□ What version of the software are you using with each of your 
Symphony products? 

You can reach Symphony Technical Support by voice, fax, e-mail, or mail: 



E-Mail: symphony_support@proxim.com 
Proxim, Inc. 

Attn: Symphony Technical Support 
510 DeGuigne Drive 
Sunnyvale, CA 94085 



Tel: 

Fax: 



800-411-8106 or 408-731-2780 
408-731-3676 



Web: 



http://www.proxim.com/symphony/ 
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C. U.S. Specifications 



The following technical specification for the Symphony Cordless Modem 
is for reference purposes only. Actual product performance and compli- 
ance with local telecommunications regulations may vary from country to 
country. Proxim, Inc. will only ship products that are type approved in 
the destination country. 



Radio Data Rate 
Frequency Band 

Output Power 
Range 

Modem Data Rate 



1.6 Mbps 

2.4-2.483 GHz (in the U.S.) 

(spread spectrum frequency hopping) 

100 mW 

A radius of up to 150 feet 

Up to 53 Kbps in receive mode; Up to 31.2 Kbps 
in send mode. 



Note: 

In accordance with the V. 90 ITU standard for 56K transmissions, 
this modem is capable of 56 Kbps downloads. However, due to 
FCC regulations which restrict the power output of the service 
providers ' modems, current download speeds are limited to 53 
Kbps. Actual speeds may vary depending on line conditions and 
other factors. Uploads from user to server equipment travel at 
speeds up to 31.2 Kbps. An analog phone line compatible with 
the V. 90 ITU 56K standard or x2 technology and an Internet 
provider or corporate host site compatible with the V.90ITU 56K 
standard or x2 technology are necessary for these high-speed 
downloads. 



Operating Temperature 0°Cto+40°C 



Modem power supply 



6-7.5 V DC, 900 mA minimum 

(Warranty will be void if you do not use the power 

supply provided.) 
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D. Regulatory Information 



FCC WARNING 

This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference 
in a residential installation. This equipment generates, uses, and can radiate 
radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particu- 
lar installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or 
more of the following measures: 

□ Reorient or relocate the receiving antenna. 

□ Increase the separation between the equipment and the receiver. 

□ Connect the equipment into an outlet on a circuit different from 
that which the receiver is connected. 

□ Consult the dealer or an experienced radio/TV technician for help. 

In addition, the Symphony Cordless Modem complies with Part 68 of the 
FCC Rules. Located on the bottom of the Symphony Cordless Modem is a 
label that contains, among other information, the FCC Registration Number 
and Ringer Equivalence Number (REN). You must, upon request, provide 
this information to your telephone company. 

This equipment uses the following USOC jack: RJ11C. 

An FCC compliant telephone cord and modular plug are provided with this 
equipment. This equipment is designed to be connected to the telephone 
network or premises wiring using a compatible modular jack which is part 
68 compliant. See installation instructions for details. 

The REN is useful to determine the quantity of devices you may connect to 
your telephone line and still have all those devices ring when your tele- 
phone number is called. In most, but not all areas, the sum of the REN's of 
all devices connected to one line should not exceed five (5.0). To be certain 
of the number of devices you may connect to your line, as determined by 
the REN, you should contact your local telephone company to determine 
the maximum REN for your calling area. 
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If your telephone equipment causes harm to the telephone network, the 
telephone company may discontinue your service temporarily. If possible, 
they will notify you in advance. But if advance notice is not practical, you 
will be notified as soon as possible. You will be informed of your right to 
file a complaint with the FCC. 

Your telephone company may make changes in its facilities, equipment, 
operations, or procedures that could affect the proper functioning of your 
equipment. If they do, you will be notified in advance to give you an 
opportunity to maintain uninterrupted telephone service. 

If you experience trouble with this telephone equipment, please contact 
Proxim Technical Support at (408) 731-2780 for information on obtaining 
service or repairs. The telephone company may ask that you disconnect this 
equipment from the network until the problem has been corrected or until 
you are sure that the equipment is not malfunctioning. 

This equipment contains no user serviceable parts. This equipment may not 
be used on coin service provided by the telephone company. Connection to 
party lines is subject to state tariffs. 

The Telephone Consumer Protection Act of 1991 makes it unlawful for any 
person to use a computer or electronic device, including fax machines, to 
send any message unless such message contains in a margin at the top or 
bottom of each transmitted page or on the first page of the transmission, the 
date and time it is sent and an identification of the business or other entity, 
or other individual sending the message and the telephone number of the 
sending machine or such business, other entity, or individual. The tele- 
phone number provided may not be a 900 number or any other number for 
which charges exceed local or long-distance transmission charges. 

Consult the documentation which came with your facsimile software for 
instruction on how to configure the software to include this required 
information on faxed documents. 




Warning! 

It is the responsibility of the users of the Symphony Cordless 
Modem to guarantee that the antenna is operated at least one 
inch from any person. This is necessary to ensure that the product 
is operated in accordance with the RF Guidelines for Human 
Exposure which have been adopted by the Federal Communica- 
tions Commission. 
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2.4-GHz cordless telephones 101 
A 

About menu 44, 57, 97, 98. See also Symphony icon 

Access to shared drives. See Limiting Access to a Shared Drive 

Accessories 10 

Add an ISP account 48 

Add New Hardware Wizard 23, 25 

Add Printer Wizard 74. See also File and Printer Sharing: Printer Sharing 

Add/Remove Program 99. See also Uninstall procedure 

Adding a new computer 90 

Adding a Symphony Cordless Modem 90 

Alternate Master 108. See Station Type 

America Online (AOL) 39 

Note to users 63 
ARP 110 



CAB files. See Windows: Cabinet (CAB) files 
Channel 109 

Composer. See Symphony Composer Installation Wizard 
CompuServe 2000 39, 63 
Computer Description 83 
Computer Name 41, 83 

Conductor. See Symphony Conductor Modem Sharing Software 
Conductr 86 

Connecting to the Internet 47, 61 

Cordless Gateway. See Symphony-HRF Cordless Gateway 
Cordless Modem. See Symphony Cordless Modem 
Cordless Network 12-14 

Defined 12 
Create profile 87-88 

D 

Default printer 76 
Delete an ISP account 49 
Delete profile 87-88 

Detach From Share. See Remote Drive Sharing 
DHCP 63 
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Dial On Demand 50-51, 61, 62 
Dial-Up Networking 39, 61, 62 
Directory sharing 56, 66 
DNS Configuration 41, 48, 84 
Domain 83 

Doze mode. See Inactivity Timeout 
E 

E-mail 102 
EConduct 85 

Establishing an Internet connection 60-61 
Ethernet Bridge. See Symphony Ethernet Bridge 

F 

FCC 113 

File and Printer Sharing 

File Sharing 65-71 

Printer Sharing 71-77 
Firewall 102 

Frequency hopping. See Spread spectrum: Frequency hopping 

G 

Games 103 
Gateway address 84 

I 

Inactivity Timeout 109 
Interference 101 

Internal TCP/IP Settings 51-52, 63-65 
IPX/SPX 84 
ISA-bus slot 18 
ISP account 11, 13 

Configuring ISP information 39-41, 47-50 

Add an account 48 

Delete an account 49 
ISP telephone number 39, 41, 48, 60, 104 
ISP Type 48 

L 

LAN. See Local Area Network 
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Limiting Access to a Shared Drive. See also File and Printer Sharing: File 
Sharing 

Local Area Network 60, 61, 78, 89, 103 
Logging onto the Network. See Network Logon 

M 

MAC Optimize 109 

Maestro. See Symphony Maestro Configuration Tool 

Mapping a Network Drive 68. See also Remote Drive Sharing 

Master 108, 109 

Master Name 109 

Microsoft Digital Signature 26 

Modem Activity LED 17. See also Symphony Cordless Modem: LEDs 
Modem Sharing 13, 59-65 

Multi-User Internet Sharing Mode 60-62, 104, 106, 107 

Single User Mode 60, 62, 103, 106, 107 
Multi-User Internet Sharing Mode. See Modem Sharing: Multi-User Internet 

Sharing Mode 
My Network Places. See Network Neighborhood 

N 

Netscape Navigator 78 

Network Activity LED 17. See also Symphony Cordless Modem: LEDs 
Network Address Translation 63, 102 
Network Logon 31, 72, 105, 106 
Network Map. See Symphony Network Map 
Network Neighborhood 73 

Network Status 53. See also Symphony Network Status 
New Hardware Found 27 

o 

Original Profile 88, 100, 107 
Output power 112 



Password 

ISP account 39, 41, 48, 60, 104 

Network 72 

Shared resources 102 
PBX telephone line 16 
PCI-busslot 19 
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Printer 

Designating a Default 76 
Printer Sharing. See File and Printer Sharing: Printer Sharing 
Product Package 10-11 
Profiles 78-89 
Protocol Type 83, 110 
Proxy Server settings 78, 84 

R 

Range 101 
RangeLAN2 83 
RangeLAN2 Card 78, 89 
RangeLAN2 Status Monitor 86 
Read Only access 42, 66 
Read Only password 67 
Read/Write access 42, 66 
Read/Write password 67 
Registration 44, 58 

Remote Drive Sharing 57, 68-71. See also File and Print Sharing: File 

Sharing 
Roaming 83 

s 

Scanner 104 
Security 

Home Network 102 
Security Code 33-34, 36, 56, 83, 90, 102 
Security ID 83 

Selecting drives and printers to share 42-43, 56, 65 
Serial Number 37 
SETUP.EXE 24, 26, 28, 97 

Sharing drives and directories. See File and Printer Sharing: File Sharing 
Single User Mode. See Modem Sharing: Single User Mode 

Not Available on Windows 2000 Professional 14 
Spread spectrum 

Frequency hopping 101, 108, 112 
Station 108 
Station Type 83, 108 
Statmon 85 

Status LED 16, 17, 36, 104. See also Symphony Cordless Modem: LEDs 
Subchannel 109 
Subnet mask 63, 65, 84 
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Switching between 

ISP profiles 49 
SYMPCM.BIN 95 

Symphony Composer Installation Wizard 10, 32- 
44, 65, 72, 78, 80, 90, 98 

Welcome screen 31 
Symphony Conductor Modem Sharing Software 86, 107, 108 
Symphony Cordless Modem 7, 9, 107, 108 

Installation 15-17 

LEDs 16, 17 

Serial Number 37 

Upgrade 52, 92-96 

View Statistics 53 
Symphony Ethernet Bridge 9, 107, 108 
Symphony icon 45, 97, 98, 104, 105 

Symphony Installation program 29-31. See also SETUP.EXE 

Customize option 29 
Symphony Location Switcher 10, 57, 78-89, 107, 108 

icon 78, 79, 81, 89 

Prompt at Boot-up 43, 79, 88, 89 
Symphony Maestro Configuration Tool 10, 45-58, 72, 86, 104 
Symphony Modem Status 46 
Symphony Network Map 54, 69 
Symphony PC Card 9, 109 

Hardware installation 20 
Symphony PCI Card 9 

Hardware installation 19-21 
Symphony PNP ISA Card 9 

Hardware installation 18-21 
Symphony Profile 89 
Symphony Upgrade Utility 97-98 
Symphony-HRF Cordless Gateway 11, 107 
Symphony-HRF Products 1 1 
System requirements 11 
System Tray. See Windows: System Tray 
System Tray icon. See Symphony icon 

T 

Technical Support 2, 101, 111 
Temperature 

Operating 112 
Test Cordless Connection 54-56, 105, 106 
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Tray icon. See Symphony icon 
Troubleshooting suggestions 101-107 
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U.S. Specifications 112-113 

UNINSTAL.EXE 99 

Update Device Driver Wizard 27 

UPGRADE.EXE. See Symphony Upgrade Utility 

Upgrading 

Symphony adapter's software 97-98 

Symphony Cordless Modem 52, 92-96 
User Name 

ISPaccount 39, 41, 48, 60, 104 

Network 31, 72 

V 

Version conflict. See Windows: Version conflict 
Virtual Modem Port 38, 56, 62 
Virtual Private Network (VPN) 1 07 

w 

Warranty information 1 

Welcome screen. See Symphony Composer Installation Wizard 
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Cabinet (CAB) files 22, 30 

System Tray 44, 45, 61, 62, 81, 97, 98 

Version conflict 30 
Windows 2000 Professional 1 1 

Does Not Support Single User Mode 14, 60, 62 

Installation Steps 25-27 

Multiple Processors 25 

Read/Write and Read Only Passwords 67 
Windows 2000 Server 11 
Windows 95 11 

Installation Steps 27-28 
Windows 98 11 

Installation Steps 23-24 
Windows ME 11 

Installation Steps 23-24 
WINS 84 

Workgroup 83, 107 
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